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ABSTRACT
10645

An analysis has been performed of the optical, ELF=VLF,
radiofrequency, and radar data obtained fn conjunction with
the second Project High Water experiment, The results of the
analysis have been combined with laboratory studies of the
release of water at reduced pressures and telemetry perfor=-
mance evaluation, Extensive cross correlations were found
and these cross correlations present a consistent represen-
tation of the physical conditions present in the ionosphere,
The results of this analysis are divided into three (3?
categories which are: (a) the expansion of the water=-ice
cloud, (b) the development of an onboard fire, and (c) fono-
spheric attenuations of telemetry and radar transmissions,
The reiease of the water caused the development of a "cloud"
which expanded turbulently with an initial average expansion
rate velocity of 1,05 km/sec; however, expansion rate
velocities as high as 3,60 km/sec were observed., Extensive
cooling was also encountered with the waterorelease. The
estimated temperature of the cloud was ~-110°C, Conclusive
evidence was found that an onboard fire developed following
Project High Water, This onboard fire persisted during the
ma jor portion of the descent time, Definite evidence was
found that inhomogeneous regions in the ionosphere produce
severe attenuations of telemetry and radar transmissions,

The attenuation effects were found to be both frequency and
directional sensitive, Electromagnetic observations provided
a technique for establishing the location of the inhomogeneous

regions of the ionosphere, /?
usl/w&
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1,0 INTRODUCTION

Eartfy in 1962 NASA established "Project High Water" to
investigate the sudden release of large quantities of water
into the upper atmosphere, The primary objectives of thesge
experiments were to obtain information on the behavior of
liquids released in the ionosphere and the localized effects
on the ionosphere produced by the injection of large quanti-
ties of water, The data obtained in the two (2) Project
High Water experiments have yielded an extensive amount of
information concerning the complex phenomena associated with
the sudden release of fiquids in the ionosphere, The detailed
analysis of data obtained during the second Project High
Water experiment (i.e., the third Saturn I vehicle test or
SA=3) presented in this report demonstrates that the objec=
tives of the Project High Water were achieved. In addition,
the Project High Water has provided essential information
relevant to a number of problems vital tc mised :xplorations

of space,

This presentation is based on an anaiysis of (motion
picture) photographic data, radar tracking data, "RF noise"
observations, WWV reception data, and ELF=VLF spectral obser-
vations conducted during the SA=3 Project High Water., These
data were combined with SA-3 telemetry evaluations and labo-
ratory studies of water released at simulated ionospheric
conditions, Since an extensive amount of data was analyzed,

it was necessary to restrict the original data contained in



this presentation to only that which illustrated significant

aspects of the study,

The second Project High Water data (SA=3) yieided the
following resuits:

1, Detaiied knowledge of the dispersal of
iarge quantities of liquids in space.
This permits the determination of first
order engineering parameters associated
with an abort or explosion in space.

2, Data on the time interval radar track and
teiemetry will be lost following an abort
or explosion in space,

3. Cognition of the interactions between
water and the ionospheric environment.

4, Conclusive evidence of a fire in the
tankage section of the Saturn vehicie
foilowing Project High Water,

5. Direct evidence of inhomogeneous regions
in the ionosphere, Degredation of tele-
metry and radar beacon dropouts correlated
with vehicular encounters with these inho=-
mogeneous regions,

A large portion of the results of Project High Water have
direct applications to operational probliems, However, a con-
siderable amount of valuable scientific knowliedge was also
obtained concerning liquid behavior at reduced pressures and

concerning ionospheric inhomogeneities,




2,0 RELEASE OF LIQUIDS IN THE IONOSPHERE

Studies of the release of large guantities of water in
the ionosphere are of considerable practical importance as
well as theoretical significance, One of the more obvious
aspects is that an abort (or explosion) of a liquid propelled
spacecraft in the ionosphere must necessarily result in the
release of large quantities of Iiquids ihto the ionosphere,
Therefore, the behavior of a liquid following the release has
two pertinent phases. The behavior of liquid propeliants
immediately following the release will determine the "mixing
efficiency” and the explosion hazard associated with an fono-
spheric abort, The initial liquid behavior will also have
produced telemetry and tracking effects since a liquid forms
a visible cloud before it vaporizes, A second important
aspect ié the "long term" effects produced by the nonequi=
librium conditions created. A wide variety of speculations
were advanced prior to the Project High Water experiments,
especially as to electromagnetic effects, Both attenuations
and enhancements (or emissions) of electromagnetic signals
have been found to be assocfated with the second Project

High Water experiment (i.e,, SA=3),

2.1 PROJECT HIGH WATER EXPERIMENTS

Two (2) Project High Water operational experiments have
been performed, The first water release occurred in April
1962 at an altitude of 105 km (SA-2), and the second release
was in November 1962 at an altitude of 165 km (SA=3), The US

Standard Atmosphere (1962) gives the atmospheric pressure at

-3 a
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105 km at 1.3 x 10~" torr (mm of Hg), and 2,4 x 107" torr at

165 km,

In the second Project High Water experiment; a total of
87,414 kg of water was released. This water was ballast in
the upper stages of the third Saturn I vehicle (SA=3); the
8-1V dummy second stage carried 41,102 kg,and the S~V dummy
third stage carried 46,312 kg (Ref, 1). The water release
was achieved by activating the vehicle destruct system. In
the case of the dummy second stage, the water was contained
in an inner tank, This inner tank was ruptured and four (4)
56 inch by 80 inch ports were simultaneously cut in the outer

tuﬁko

Although the same quantity of water is believed to have
been released at 165 km, the visibie cloud persisted for a
much longer period of time with the 105 km release, The
shorter persistence of the visible cioud was predicted (by
the authors) on the basis of previous theoretical and labo-

ratory studies (Ref, 2, 3).

From a scientific standpoint, the Project High Water
experiment provided data that can not be obtained in any
other manner. At the present time, it is not possible to
duplicate ionospheric conditions in the laboratory. Certain
aspects (e.g., pressure) can be attained, but the complex ion-
efectron, solar radiation, and volumetric conditions are
beyond present technological capabilities, Laboratory
studies under known and controiled conditions are manditory

for the proper interpretation of the Project High Water data.

-4 -




However, the detailed dynamics of the "clioud" can only be
ascertained from large=scale, unconfined experiments, The
internal cloud dynamics are the dominant factor in the
mixing efficiency and telemetry/tracking effects, whereas
the external dynamics control the dispersal rate and iono=-
spheric interactions, The external cloud dynamics and
ionospheric interactions contributed data which permits an
improved representation of the ionospheric structure,
Aithough information concerning the ionosphere is rapidiy
being developed, knowledge is still imperf:ect° For example,
present techniques and theories do not provide an adequate
representation of either the vertical or horizontal inhomo-

geneities,

2,2 1ONOSPHERIC RELEASE OF WATER

The release of large quantities of water into the iono-
sphere presents many interesting phenomena, Laboratory
studies have shown that the initial process which occurs
following the (vacuum) release is the body of water disin-
tegrating into a muitiplicity of fine droplets of water (Ref,
2). Evaporative cooling (due to the reduced pressure con-
ditions) rapidiy converts the droplets into ice, The ice
particies then sublime, Extensive coqling in the vicinity
accompanies :he water :lcase, Trnevefcere, the initizl pro=
cesses of the phenomena resuit in the conversion of the

water from the liquid phase into the vapor phase,

In the second Project High Water experiment, the visibie
cloud expanded to a diameter of approximateiy 9 km, There=

fore, the condensed phases of water (i.e., liquid or solid)



traversed an ionospheric volume of the order of 400 km3

The water vapor will pervade a much larger region since it

will continue to diffuse after the condensed phases disappear,

Interactions between the water and the ionospheric
environment will be initiated with the release, The specific
reactions which occur will depend on the physical state of
the water present, That is, the reactions between the liquid/
solid phases and the fonospheric environment will not be
identical with the reactions between water vapor and the
jonospheric environment, Thus, the release of water into the
ionosphere initiates a complex series of physical and chemical
~* 2nomena, Ultimately, the water (vapor) will become disso-
ciated by the action of energetic iongspheric particles

(electrons and ions) and solar radiation (ultraviolet). The

end result of the complex series of physical/chemical processes 'l.

will be the creation of positive ions and electrons,

Charged particles (electrons and ions) in a magnetic
field possess an intrinsic spin. Under the conditions of thelr
creation, the number of charged particlies in the higher energy
spin states will exceed equilibrium distribution. Therefore,
as the excess number of particles tend toward the lower
energy states, they will radiate energy. The frequency of
this radiation will be determined by the quantum conditions
of the individual particles (Ref. 4). Radiations from
positive particles (ions) in the earth's magnetic field will
have frequencies in the extra-low-frequency (ELF) and the

very-iow-frequency (VLF) portion of the electromagnetic




spectrum, and radiation from electron spin transitions in
the earth's magnetic field wiil have frequencies in the mega-

cycle range,

2.3 HYDRODYNAMICS OF EXPANDING LIQUIDS

Formulation of a theory for liquid expansion at reduced
pressures can be developed from hydrodynamic=-thermodynamic
considerations, This approach provides an expression for
the density of the expanding fiquid, A number of physical
parameters such as surface temperature, vapor pressure,
viscosity, and initial density are reievant to the expansion,
For the initial formulation of a theory for the expansion of
liquids at reduced pressures, phase changes have been neglected,
Future theoretical investigations should incorporate these
important effects, The ability of any density expression to
predict the rate of rarefaction of a gpecific liquid depends

on the values chosen for the above-mentioned parameters,

Consider a spherical mass of fiuid initialiy at rest in
a region of zero pressure, At time t=O the restraining mem=-
brane is instantaneousiy removed allowing the fluid to expand
into the evacuated region, It is assumed for reasons of
simplicity that the expansion is spherically symmetric,
Vaporization effects are neglected, and the expansion is

considered adfabatic, Euier's equation for hydrodynamic flow

is
20
d°r - 2
P'—'§= PT ~-VP (1)
dt
where

‘P= P(r, t) density




= position vector
= gravitational acceleration
= pressure of the flow

v al ol

The equation of continuity from hydrodynamics is

%&é?+-§7'(f3f) =0 (2)
Equation (2) represents the flow through a volume bounded

by an arbitrary surface in the flow region, Since the fluid
flow is due to the expansion, it is certainly a nonequilib-

rium event. Therefore, equation (2) for thia problem must

be re-interpreted as

éﬁ_f;m-(PH:-kp (2')

where k is the "growth factor", (Note that the upper bound
for the growth factor is k=0.) Insertion of the First Law

of Thermodynamics gives

dar d{t[fZ)
stdt+P a1 (3)
where
Q = energy added
S = specific heat
T = absolute temperature
P = pressure of the flow

density

For an adiabatic expansion, Q=0 and equation (3) becomes

Q:O:S%%-O-Pd:’t- (3')

The divergence of a function in spherical coordinates can
be expressed as ‘
2 .
oo Fr) po_ 1 6(Fd> s'““r”l 1 9F (4
r2 Or * r sin P dc;b r sin@ 06

-8 =




where

P
%
F

radius of a sphere
azimuth angle

= elevation angle

= function

Applying this concept in equation (2'), the div(Pr) for the

spherically symmetric event is

r° dr r r or

Now if (QFP)/3dr = Pr during the initiai phases of the

o 2
V-(Pry = i 2UEPE = L(erPt) + 58 2 2F pb’ (5)

expansion, and Jr/ dr = 0, then

VWPr)z%ﬁt+FPr (5')
Equation (2') thus becomes
%€-+2Pr+-rpr+ Pk =0 (6)

The gradient of a function f in spherical coordinates may be

expressed as

vf=“r.¢5;+,¢¢%%+p6r s gé (8)

where the fL's are the spherical unit vectors, Thus, the

gradient of P becomes

ve =V(££E)= ezp-é-ep" - Z pap -2 %e (9)

As previously OP/dr = Pr and OF/ dr = 0, Thus,
VP = %ffi (9")

~ 0 =



Equation (1) thus becomes

d2r 22P2r (10)
=5 -0 = - 0
dt P
Assuming the intrinsic acceleration of the expansion is
constant, set
2
d-r
-5 - g = a
dt?
Adding equations (6) and (10) produces
Pa+22Pr+ P+2rpr+r"Pr+ Pk =0 (11)

Applying the Bernoulli separation method and assuming the
density may be represented in a product of a position fun=

ction and a time function, then
P: P(r, 't) 1 R(r) T(t) (12)
Substituting equation (12) in (11) yields:

T R T 2R, \ T,y T
) i) 2290 1y v gyl L e T

R

T
+ T (

Dividing by RrTr

a OT 2Z OR 1 OT r r OR
20T, @ 9B, 10, 2L L0, o0 ()

ot T ot or *
or
[ R e
PP N

Converting to total differential equations

(';‘.a)%{--p, =0 (16a)

+ kK +/.L =0 (16b)




Solving equation (16a) gives

T = To exp [—E—L‘-] / (17a)

a +

and equation (16b) gives

- JfRCrery) + pir-ry) + 27(in r = In ry)7y
R =R, exp E( S :]( 7b)

finally as

P P(r, ‘t) = R(l’) T('t) (12)
equations (17a) and (17b) must be multipliied together to
give
et k(r=ry) + lr-ry) + ar(ln r = Inr, ):]
P=PoeXpa+1' 2Z - F (18)

The expansion depends significantly on the function

dT
Z:Sdto

Expansion of a liquid with a small change in temperature,
that is, with no phase change will occur very rapidly. Con-
versely, high Z (rapid temperature change) implies large

changes in internal energy, thus causing slower expansion,

2.4 LABORATORY EXPERIMENTS

Laboratory experiments simulating the release of water
into the ionosphere have been carried out in a Space Environ-
ment Simulator (SES). One of these tests is briefly described
and the results obtained in these studies are summarized
(Ref, 2). In the SES studies, small glasg bulbs containing
from one (1) to five (5) cubic centimeters (cc) of water were
broken in the vacuum chamber of the SES., This chamber had a

(free space) volume of approximately 3,23 x 107 cc. Thus,

- 11 -



the required sudden and reasonably unrestricted expansion of
the water was achieved, These tests were performed with
ambient pressures within the SES ranging from 1.1 x 10'4
torr to 2,0 x 10~> torr. Hi gh-speed motion pictures were
made of the release phenomena, Temperatures were recorded

by means of thermocouples located adjacent to the glass bulbs

and the inner wall of the SES. The chamber pressure was con-

tinuously monitored throughout the test operations,

Expansion of the water and sublimation of the ice par-
ticles were so rapid that the events could not be fol lowed
visually (naked eye). However, high-speed motion picture
records provided an excellent time-history of the breakup
of the water into droplets, the subsequent freezing, and
sublimation., Fiqure 1 shows a set of four frames from the
hi gh=speed motion picture records of the release of 3.0 cc
of water in the SES, The timing of the frames are, respec-
tively, 1, 10, 20, and 30 milliseconds from the time the
glass bulb was ruptured, The pre-release chamber pressure
was 1.4 X T torr, Following the release, the chamber

2

pressure rose to 3,2 x 10"¢ torr. The thermocouple adjacent

to the bulb recorded a temperature drop of 38°C.

An examination of the film records showed that the
water emerged as a multiplicity of minute droplets., These
droplets rapidly dispersed, A portion of the droplets were
converted to ice particles, Freezing of the droplets prob-
ably commenced almost immediately, A significant fraction
of the droplets froze within five (5) mitliseconds, and after

10 milliseconds,all of the remaining droplets were frozen,
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Between 10 and 20 milliseconds there was an apparent "growth"

in the size of the ice particles, After 20 milliseconds the .
particie size rapidly decreased with all (visible) particles

absent after 51 milliseconds.

1f the increase in the ice particie size represents an
increase in the actual particlie mass, the increase was a
result of the vapor pressure of the ice particle being less
than the actual pressure of the water vapor in the vicinity
of the particle, The other possible explanation for the
increase in size of the particles is that the solid particle
expanded to an "open lattice structure”, There was no evi-
cence of aggiomeration of ice particles, On the basis of
the available evidence, it is believed that the increase in

7"

the size of the ice particles is a consequence of "condensa=-

tion" of water vapor on the subcooled ice particies, The
same general particle size pattern was repeated in all of
the water release studies, It is probable that this same
general particle size variation will occur for all tiquids

which form a solid phase when released,

A to 3.2 x 10°2 torr) has

The rise in pressure (1,4 x 10°
more significance when the size of the test sample (3.0 cc)
is compared to the volume of the SES (3.23 x 10/ cc). That
is, the volumetric ratio is approximately 107. The pressure
rise in the SES was essentially instantaneous with the
rupture of the bulb, This pressure rise was experienced

with the vacuum pumps operating. Therefore, the sudden

release of sizeable quantities of liquids in the ionosphere .




or space will produce a pressure effect throughout a tremen-

dous volume,

Thermocouples adjacent to the glass buib show a high
rate of cooling occurred as the water expanded. Temperature
records indicate an almost instantaneous drop in temperature
with the reiease of water. The observed temperature drop
fncreased with the size of the water sample. That is, the
3.0 cc sample produced a 38°¢C drop, and a 66°C drop was
recorded with a 4,5 cc sample as shown in Figure 2., Zero
time in this figure is the instant the glass bulb was ruptured,
The instant the water was released, the equilibrium vapor

pressure (15,5 torr) was several orders of magnitude greater
4

than the ambient chamber pressure (1.4 x 10" torr)., Vapo-
rization of the water cools the droplets until ice is formed,
The ice rapidiy sublimes because of the great difference
between the equilibrium vapor pressure and the ambient pressure,
The equilibrium vapor pressure over ice as a function of tem-
perature is shown in Fiqure 3, As long as the condensed
phases of a liquid are present, evaporative or sublimation
cooling will occur, When large quantities of a liquid are
released, there wiil be a sharp decrease followed by a slower
deciine, As a first approximation, the sharp temperature

drop will be to a temperature where the equilibrium vapor
pressure of the stable condensed phase has a vapor pressure
equal to the ambient pressure, Using this approximation, the
temperature of the first Project High Water cloud is estimated
to have been -80°C,and the second Project High Water cloud is

estimated to have been -1|O°C°

- 15 -
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The high-speed motion picture film also demonstrated

the existence of a pressure wave associated with the sudden
release of liquids at reduced pressure, The film showed a
definite upward motion of the ice particles as the pressure
wave was reflected off the bottom of the SES chamber, The
observed motion of the ice particles can only be accounted

for by a pressure wave effect.

- 18-=»




3,0 ANALYSIS OF OPTICAL DATA

Cameras located at the Vero Beach tracking site (Vero
Beach, Fla,) and atop the Technological Laboratory (AFMTC,
Patrick AFB, Fla,) obtained motion pictures of the water
release and the tumbling vehicle parts for about 100 seconds
after the tanks were ruptured, The Vero Beach site employed
a standard 500 inch focal length ROTI with a 35 mm format,
The TV Camera System employed at the Technological Labora=-
tories (Tech Lab) has a special design and a discussion of
this system is given in Appendix A, The ROTI system (Vero
Beach) operated at a camera speed of 48 frames/sec,and the

TV Camera System operated at 30 frames/sec.

Weather conditions for the SA-3 launch operations were
good, Scattered high, thin cirrus clouds and a few scattered
cumulus clouds did, however, slightly obstruct optical viewing,
The base of the cumulus clouds was about 1 km, The height of
the cirrus clouds was not reported. Ground meteorological
conditions just after the launch of the SA-3 vehicle are

listed in Table I (Ref., 1).

Table 1
Ground Meteorological Conditions
Temperature 24,7°C
Relative Humidity 36%
Wind SW at 3 m/sec
Pressure 1.03858 kg/cm2
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3,1 SUMMARY OF OPTICAL DATA ANALYSIS

A detailed anaiysis was made of the second Project High
Water motion picture films, This analysis was performed in
two (2) phases, Phase I considers the behavior of the water-
ice cloud created by the release of the ballast water, Phase
11 considers the glow that developed in the tankage section

of the vehicle,

3. 1,1 Summary of Water Release Analysis (Phase 1)

An appreciation of the dynamics of the expansion of the
water-fice cloud requires several viewings of the motion picture
£i1m A number of significant resuits have been obtained from
a careful study of the photographic records, These general
concfusions are:

A, The expansion of the water-ice cioud was
highty unsymmetrical, This asymmetry in
the expansion is a consequence of the
procedure empioyed to rupture the ballast
tanks,

B. A considerable amount of turbulent action
existed on the interfor of the expanding
water~ice cioud, Part of the turbulence
was a consequence of the asymmetric
expansion; however, turbulence would be
encountered with a symmetrical expansion,

C. Large gradiations in the cioud density
occurred during the expansion, Regions
of the cloud were observed to increase
in density (for short periods of time) as
the expansion progressed,

D, The average expansion velocity of the cloud
varied from 0,417 km/sec to 1,88 km/sec.
The variation in the average expansion rate
did not show a regular trend, This irregu-
larity in the average expansion rate also
demonstrates the occurrence of turbuience,
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E. Portions of the water-ice cloud had very
high expansion rates, The maximum expan=-
sion rate found was 3,60 km/sec and a
number of cloud portions had expansion
rates in excess of 2 km/sec.

F, The water-ice cloud persisted as an
actualiy observable entity for approxi-
mately seven (7) seconds.

G, The same general expansion behavior of the
cloud was obtained from both sets of film
data, In a few instances the same struc-
tures are believed to have been observed
from both locations,

H, The estimated diameter of the water-ice

cloud as an optically observable entity
was 10 km,

A detailed description of the more outstanding facets
of the water-ice cloud expansion are presented in Section

3040

3.1.2 Summary of Glow Phenomena (Phase II)

An analysis was made of the two (2) sets of optical data
obtained on the glow phenomena seen aboard the tankage sec-
tion of the Saturn vehicle after Project High Water, These
optical data provided definite indications that the glow
observed in the tankage section was an onboard fire, The
optical evidence combined with the other data to be presented
provides conclusive evidence of an onboard fire, Specifically,
the optical data yield the following evidence of an onboard
fire:

A, The orange color of the "glow" is that of
an oxidizer=deficient hydrocarbon flame,

B, The "glow" was simultaneously observed from
two (2) widely separated locations.

C. The "glow" was observed at nearly all possible
orientations of the vehicle with respect to




the camera, That is, with the end of the
vehicle pointing at the camera, pointing
at right angles to the camera, and
pointing (almost) away from the camera,

D, The rotation period of the vehicle changed
from 7.17 seconds to 7.92 seconds folliowing
a sustained orange "glow" from the vehicie,
An examination of this sustained "glow"
showed that a jet extended in the direction
of rotation,

A more detailed discussion of the optical evidence of the on=-

board fire is presented in Section 3.5.

3.2 CAMERA LOCATION AND ASPECT ANGLE

The TV Camera System located at the Tech Lab, Patrick
AFB, Fila, was 20.4 miies from the Saturn launch site (Compiex
9¢}, and the ROTI Camera System located at Vero Beach, Fla.,
was 59.6 miles from the jaunch site, Figure 4 shows the
azimuth angie of the TV Camera System (Tech Lab) as a func=
tion of range time, Figure 5 gives the corresponding
elevation angle for the TV camera, Azimuth and elevation

angles for the ROTI Camera System (Vero Beach) are given in

Figures 6 and 7, respectively,

3.3 SOME PRINCIPLES OF OPTICAL DATA ANALYSIS

Photographic results from an operation can produce a
consi derable amount of quantitative data, A number of
physical parameters of an event can be determined {f proper
photographs are obtained, In general these parameters are:

a, Geometry.

b. Motion,

¢, Event Time,

d. Reaction Rates.
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Additional parameters can be derived from color photography
of an event, For example, color photographs of a fiame can
yield semiquantitative data on:

a, Temperature,

b. Flame Analysis,
The color of a flame is often indicative of the substances
involved in the combustion, Table Il shows the character-

istic colors of a few chemical elements,

Table 11

Flame Colors
Hydrogen Blue
Carbon Yel low=Orange
Sodium Yel low
Barium Green
Strontium Red
Chlorine Green

Thus, flame constituents can often be determined by a trained

analysist from observation of the color of a flame,

3.4 WATER-ICE CLOUD EXPANSION

During the release of the water into the ionosphere and
for approximately one hundred (100) seconds after the release
detonation, both blick and white and color photographs were
obtained, Both camera systems obtained about ten (10) frames
of data on the expanding water-ice cloud before the edges
of the cloud became larger than the field of view of the
camera, After the release the expanded water-ice cloud oOb=
scured the view of the vehicle for approximately seven (7)
seconds, This time interval was almost identical in the

records of both camera systems,
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3,4,1 TV Camera System Film Data

Figures 8 and 9 show eight (8) sequential frames of the .

data obtained by the TV Camera System located at the Tech

Lab (Patrick AFB, Fla,)., Figure 8A is an enlargement of the
first motion picture frame obtained after the water tanks
were ruptured, Figure 8B is the following motion picture
frame obtained 0,033 seconds after Figure 8A, In Figure 88
the expanding water cloud is seen, Unsymmetrical character=-
istics of the expansion are a consequence of the technique
employed to rupture the tanks, Thirty=three (33) mitli=
seconds after the photograph 88, the motion picture frame
shown in Fiqure 8C was obtained. The uniymmetrice! expan-
<:on of the water-ice cioud is evident, Structural character-
istics can be seen that developed into filaments as the cloud

expanded. A large center structure is still visible that

appears similar to the initial water expansion shown in

Figure 88, A small spike=-like structure can be seen at the
upper right leading edge of the center part of the expanding
cloud, Also a spike=-like structure expanding to the teft
appears at the iower edge of the cloud next to the void area,
Both of these spike structures show that raplid-expanzian

and evaporation/sublimation processes were operative,

Figure 8D shows the expanding cloud thirty=three (33) mitii=
seconds after the previous picture, The uneven cloud structure
is very evident in Fiqure 8D, A nearly vertical band appears

to separate the portion of the water-ice cloud expanding to

the right and the portion of the cloud expanding to the left,

Comparing Fiqures 8C and 8D, it is seen that the small spike ‘
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observed (Fjgure 8C) at the lower left edge of the cloud has
expanded in width as well as distance from the center, However,
the spike at the upper teft still retained the narrow spike-
like character, A number of other structures of the cloud

can be identified and followed for several frames., In the
center of Figqure 8D, the small cloud-like structure appears

to have partially evaporated, This small structure appears

to be the center of the expansion in the initial pictures,

but later pictures show that this smail structure also expands
and forms fi{uments that radiate outward from a pcint mid-way
between the two most intense clouds present in Figure 8D.

Each of these dense cloud structures display an interesting
expansion, For example, a small cloud structure develops ‘
from the upper edge of the large cloud on the right hand side
of Fiqure 8D that is of particular interest, From this

region a jet-iike cloud develops that appears to grow in

intensity at the expense of the surrounding structure,

Expansion of particular parts of the cloud structure
can be definitely traced throughout the 0,132 seconds time
covered by four (4) pictures in Figure 9. The jet-like
structure (noted above) developed in the 0,033 secondé between
Fiqure 8D and Figure 9A, This jet structure is a dominant
feature for five (5) sequential frames (i.e., for 0,165 sec).
After this time the Jjet structure had expanded beyond the
field of view of the camera., A small round shaped cloud
structure (1 cloudlet) is seen to develop in the lower right
hand portion of Fiqure 9A., This structure appears to become

detached from the main cloud,and it can be followed as an
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entity in eight (8) consecutive frames (i,e., for 0,264 sec)
as evidenced in Fiqures 98, 9C, and 9D, The small spike=like

structure that was noted in Figure 8C can still be clearly
geen to be expanding toward the upper right in Figure OA,
In the time interval between Figures 98 to 9D most of the

spike structure dissipates,

Both of the dense cloud structures that were used to
determine the center of the expansion devefop individual
structures and decrease in density as they expdnd, The small
central cloud observed in Fiqure 8B acquires a diffuse ring
shape in Figure 9A, This ring grows in density with time
ainu moves outside the field of view of the camera the sixth
frame after that of Fiqure 9A (i1.e,, in 0,198 sec). During

the time interval! that this second ring cloud remains fn the

field of view, it expands and becomes embedded in the original
cloud just before this system moved outside the field of view

of the camera,

Fiqure 10 shows four (4) nonsequential frames., Figure
10A was obtained 0,264 second after the picture shown in
Figure 8A and 0,033 second after Figure 90. The time inter-
val between each of the frames in Figure 10 is 0,099 second.
Neariy all of the structures visible in Fiqure 9D can be seen

in Figure 10A, However, the outer edges of many of the

structures have expanded beyond the field of view of the
camera system, By the time of Fiqure 10B (0.099 sec from

Figqure 10A), all of the structures followed from the time of

Fiqure 8D have been obliviated or expanded out of the field
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of view of the camera system, Both Fiqures 10C and 100 show

only a portion of the cloud since a substantial part of the
cioud had expanded beyond the camera's field of view, One

of the interesting aspects of Fiqure 10C to 10D is the

evidence of turbulence within the ice cioud, Many of the
visible structures possess a circular or spiral character,
Aiso, individual small structures can be seen to move in a

circular pattern,

3.,4,% ROTI Camera Fiim Data
Fiqures 11, 12, and 13 show twelve (12) consecutive

frames of data obtained by the ROTI camera (Vero Beach),

rigydre 11A is a picture of the Saturn vehicie taken'just as
the tanks were ruptured to release the water into the iono-
sphere, Ths picture shown in Fiqure 11B was obtained 0.0208
second after the preceeding picture (11&). The first evidence
of unsymmetrical nature of the expansion can be seen in

Fiqure 11B, This lack of symmetry in the expansion was also

evident in photographs obtained by the TV Camera System (Tech

Lab)., Figure 11C shows the water=ice cioud 0,0208 second

after that shown in Figure 1iB, The lack of symmetry of the

water~ice cloud is still evident, However, a thin cioud does
indicate that some water is expanding in all directions
rather than just away from the tank rupture. Nonuniformities
in the density of the cloud structure are evident even at
this early aspect of the expansion process, A dense struc=-
ture on the lower right hand side of the cloud in Figure 11C
appears to be the center structure observed in Figure 8C, A

close examination of Fiqure 11C reveals a cross=iike effect,
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That is, protrusions extend both vertically and horizontally
from the center structure in the form of a cross. Traces of
this "cross" are found in the subsequent frames., The cause
of the cross-like effect has not been established. No spike-
like structure appears in Figure 11C as was first observed in
Figure 8C. However, the time of Figure 8C was slightly longer
than 0,066 seconds after the water tanks were ruptured, while
the time of exposure of Figure 11C was only 0.0416 second
after the tanks were ruptured, The spike-like structures can
be seen to be developing in Figure 11D at both the upper
right hand edge of the cloud and the left edge of the cloud,
Two dense structures (i.e., main segments of the cloud)
appear in Figure 11D as were evident in Figure 8D. The
center of expansion appears to be a point mid-way between

the two dense structures,

Fiqure 12 shows four (4) frames of pictures of the
expanding water-ice cloud which sequentialiy foliow those
shown in Figure 11, Structural characteristics can be traced
throughout the four frames, Figure 12A shows many of the
structural features that were shown in Fiqure 8D, Time of
exposure of the water release of these two frames is very
close, Fiqure 12A was obtained 0,103 second after the deto-
nation, and Fiqure 8D was exposed 0,099 second after the water
was released, The deveiopment of the spike~iike structure on
the upper edge of the cloud begins to take a definite form by

the time Fiqure 12A was obtained, Fiqure 12D was obtained

0.165 second after the water was reieased. Expansion of the

cloud structure in the form of filaments also developed in
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the twenty (20) milliseconds between the time of exposure of

Fiqures 12A and 12B, Several spike-like gtructures can be

observed on the upper edge of the cloud in Figure 128, A
spike on the right hand edge of the cloud is simifar to a
spike observed with the TV Camera System on the Tech Lab.

An expansion of a narrow band on the left edge of the cloud
(Figure 12B) is similar to the spike-like structure in the
same location that was photographed with the TV Camera System
(Tech Lab), Of particular interest is the sudden development
of the dense structure near the center of the cloud, This
dense structure has the appearance of a second release of
water and may be due to the expansion of the water from the
internal tank of the second stage, The motion of several
curved structures on the right hand edge of the cloud show

the existence of turbulent conditions, Figure 12C shows the

cloud's structure 145 milliseconds (0.145 sec) after the
water was released, Areas of concentration of the cloud
produce a filament structure, Spike=-like structures extending
upward and to the left are believed to be the same ones
observed by the TV Camera System (Tech Lab), The dense
structure noted in the center area in Figure 12B has expanded
in Fiqure 12C, This behavior of the dense structure supports
the second water release concept noted above in Figure 128,
Figure 12D shows a further expansion of the dense structure
in the center of the cloud, This figure was obtained 0,1656
second after the water was released, All aspects of the

structure observed in Figure 12C show an expanded form in
Figqure 120,
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A number of centers of cloud concentration are seen in

the Vero Beach ROTI pictures of Figure 12 that show consider- .
abie similarity to the concentration centers in the Tech Lab

TV Camera System pictures of Figure 9. Many of the structures

observed by one camera system will not be recorded by the

other due to the differences in the location of the observa-

tion sites,

Fiqure 13 shows the four (4) consecutive frames obtained
following Figure 12D, The most distinctive feature of this
series of frames is the small structure (cloudiet) that
develops and moves out from the main body of the cloud, This
smali structure (cloudlet) is believed to be the same one

observed in the fower right hand corner in the series of

frames of Fiqure 9,

Fiqure 14A was obtained 0.0208 second after Figure 13D,

and the remaining frames were acquired at intervais of 0.0832
gsecond, Nearly all of the s{ructures foliowed in Fiqures 11,
12, and 13 have expanded beyond the fieid of view., The
motion of the curved structures (e.,g.,, top center of Figures
148 and 14C) demonstrate the occurrence of turbulence in

the expanding cloud.

3.4.3 Expansifon Rate Vejocities

One of the physical factors that can be measured from
the photographs obtained on the High Water experiments is the
expansion rate during the initial phases of the formation of

the water~ice cloud, Using only simpiified methods of measure- ‘

ment, the velocities obtained are minimal values, as they assume
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expansion only in the plane perpendicufar to the line of
sight, By combining the velocities of portions of the cloud
jidentifiable in photographs from both camera locations and
utilizing the angle of sight, a more exact evaluation of the

expansion velocities can be determined,

Expansion rate velocities of the main portions of the
cloud could be evaluated for approximateily 200 milliseconds
following the reiease, After 200 milliseconds substantial
portions of the cloud were beyond the field of view of the
optical systems. However, the velocity of the small cloudlet

observed at both camera sites (cf., Fiqures 9 and 13) was

obtained at a later time than 200 milliseconds (after the
water release). The measured expansion rate velocities are

summarized in Table III,and the variations of the first

Table 111
Water-Ice Cloud Expansion Rate Velocities
Structure Average Velocity Maximum Velocity
General Cloud 1.05 km/sec 1,83 km/sec
Upward Spike 2,26 km/sec 3,16 km/sec
Sideward Spike 2,64 km/sec 3,60 km/sec
Cloudiet 1,28 km/sec 1,83 km/sec

three (3) structures are shown in Figure 15.

3,5 OCCURRENCE OF ONBOARD FIRE

An unexpected phenomena was observed shortly after the
Project High Water cloud had dissipated. The colored motion
picture of the tumbiing Saturn vehicle sections show the
development of a bright orange "glow" at the end of the
tankage section. This glow can be due to one of two physical

phenomena, Solar glint refiected by the tumbling body could
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produce a sudden enhanced spot on the surface of the body, or
a fire within the body which pulsates and at times extends
outside the body could produce the enhanced glow. However,
color analysis of the photographs obtained of the glow and
gcometric considerations of the occurrence of the enhanced
glows show that this phenomena resuited from a puisating fire

on the interior of the vehicle rather than from glint,

If only the color of the glow is considered, some doubt
can exist as to the cause of the glow, While the color was
characteristic of a hydrocarbon flame, sun glint from the
anodi zed interior of the vehicle could produce a simifar
color, However, considering both the various orientations
of the vehicle at the times the orange coiored giow was ob-
served and the fact that the enhanced glow was simultaneousiy
recorded by the TV camera (Tech Lab) and the ROTI Camera
System (Vero Beach), the solar glint concept is considered
impossible, All of the glows were associated with a single
end of the vehicle section, Glows were recorded when this
end of the vehicle section was oriented directliy toward the
camera, at an acute angle to the camera, at 90° to the camera,
at an obtuse angie to the camera, and directly away from the
camera, In one case, a sustained glow persigted for 0,625
second, Before this extended glow period, the rotation period
of the vehicle was 7.17 seconds, After this extended giow
period, the rotation period was lengthened to 7.92 seconds.,
Thus, some type of impuise was applied to the vehicle during

the time of the sustained glow,
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A series of four pictures showing the prolonged existence

of the glow is shown in Figures 16 through 19. Fiqure 16

shows the vehicle just as the flame starts to develop. At
this point the glow end of the vehicle has passed through a
neariy end-on position and is pointed downward, Figures 17

and 18 show the flame at times when the flame is well devel=~

oped. A close examination of Fiqures 17 and 18 also shows a
smail jet occurred in the direction of rotation, Figure 19
shows the last motion picture frame displaying the orange
color during the sustained glow period, (Unfortunately, a
large portion of the orange color has been lost in the repro-

duction,)

One of the problems associated with the occurrence of a
fire onboard the launch vehicle after engine burnout is the
physical cause of the combustion, Because the burnout pro-
cess is the resuit of oxygen starvation, there is fuel |eft
in the tanks, Apparently there was gaseous oxygen also left
in the tanks, The color of the fire indicates it was an
oxidizer=guiicient hydrocarbon fiame;, and a flame of this
type would have a very low thrust, At the time of the
expiosion, holes were created in the fuel and oxygen tanks
so that the oxygen gas seeped into an area in which there was
fuel., The mixture was ignited either from the explosion or
from the fiashbzck from the hot engine, Insufficient data

exist to definitely identify the ignition mechanism,
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4,0 ELF-VLF SPECTRAL ANALYSIS

ELF=VLF spectral measurements in the frequency range of
855 cps to 2385 cps during the launch operation of the SA=3
vehicle (Project High Water) were obtained by ISC, The ISC
high-resolution ELF-VLF Spectrometer was located approxi-
mately 4 miles dorthwest of Playalinda Beach, Florida (28°43'N,
80°40.8'W) or approximately 15 miles north, northwest of the
8A-3 ijaunch site (Compiex 37). A detaiied description of the
ELF-VLF Spectrometer and field operational procedures have

been given previously (Ref. 5).

4,1 SUMMARY OF ANALYSIS OF ELF-VLF DATA

A detailed analysis was made of the ELF-VLF spectral data
obtained during the second Project High Water Experiment,
These high-resolution spectral measurements were made in the
frequency range of 855 cps to 2385 cps. Four (4) spectral
lines were found that correlate with the water release and
the subsequent onboard fire, The frequencieg of these four
(4) spectral lines were: 2120 cps, 2140 cps, 2150 cps, and
2210 cps. These four (4) spectral frequencies form the basis
of the ELF-VLF analysis. The conclusions of the ELF-VLF
analysis are summarized in two (2) phases as in the case of

the optical data,

4,1.1 Summary of the Water Analysis (Phase 1)
A distinct change in the amplitude of the four (4) spec-

tral lines was observed the first time the Spectrometer
scanned each of the frequencies following the release of the

water, A change in the amplitude behavior of the spectral
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lines occurred at the time the visible cloud disappeared.
‘ The ELF=VLF data analysis yielded the following:

A. The reiease of water caused a perturbation
of the ionosphere,

B, The perturbation of the ionosphere resulted
in emissions at four (4) discrete frequen-
cies, That is, the radiation was spectral
in character, and broadband emissions were
not observed in the ELF=VLF region of the
electromagnetic spectrum,

C. The ELF=VLF record definitely shows that no
ejectricat discharges of any significance
occurred during the time the visible cloud
was present, A total of only six (6)
sferics were observed during the first
eighty (80) seconds following the release,
Oniy two (2) of these sferics were recorded
during the first fifty-eight (58) seconds
after the release, The lack of sferics is
considered conclusive evidence that no
electrical discharges were associated with
the second Pro ject High Water experiment,

. D. A theoretical analysis of the spectral fre-
quencies yielded a magnetic field intensity
at the location of the water release of

4,97 x 1077 Weber/me,

4,1,2 Summary of Glow Phenomena (Phase I1)

The ELF=-VLF spectral data analysis supports the optical
evidence that an onboard fire developed in the tankage section
of the Saturn vehicie following Project High Water, The
anaiysis of the ELF=VLF data obtained after the visible
cloud had dissf pated yielded the following:

A, Enhancements and changes in the ELF=VLF

spectral lines show a high degree of cor-
relation with optical data of the onboard
fire,

B, The ELF-VLF spectral records provide defi«

nite evidence the onboard fire persisted

for a considerable time after the optical
. tracking was discontinued,
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ELF=VLF spectral observations provide a
technique for observing and evaiuating
perturbations of the ionosphere, The
changes in the background level during
the free flight of the vehicie may be
expecially important,

D. The ELF=VLF spectral behavior provides
evidence of the vehicle's traversing an
inhomogeneous region of the ionosphere
during the descent,

4.2 DATA REDUCTION AND ANALYSIS PROCEDURES

The data reduction and analysis procedures employed with
the ELF=VLF data for Project High Water were identical with
those utilized in the SA=3 launch operations analyses (Ref. 5).
In the analysis of the SA=3 launch operations data, twelve
(12) spectral iines were identified that correlated with
faunch events, A detailed examination of these same twelve

(12) spectral tines during Project High Water, particularly

during the period of the onboard fire, faiied to establish

the occurrence of any significant changes, /

Further analysis of the ELF=VLF records revealed that four
(4) spectral iines developed at the time of the release of
the water (Project High Water). These same four (4) lines
correlated with the onboard fire, These four (4) lines have
frequencies which lie between the (SA=3) Spectrai Line #11

(2095 cps) and Spectral Line #12 (2370 cps) and are listed
in Table IV,

Table 1V
Spectral Line Frequencies
Line Tuner Rotation Frequency
A 124,32 2120 cps
8 128°00 2140 cps
C 133.27 2150 cps
D 150. 4 2210 cps
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The above |isted lines are the only spectral lines that
demonstrated a consistent correlation with the water release

and onboard fire,

The ELF=VLF Spectrometér is a scanning type device which
selectively examines each frequency. Thug, the frequency of
the instrument is continuously varied over its range (i.é.,
855 to 2385 cps), A complete instrument cycle is referred
to as a "scan". Each scan is accompliished in approximately
1.03 seconds, and the instrument traverses the frequency

range twice during a single scan,

For identification purposes, the scan in progress at
the time of Project High Water release was designated by the
number 600, All scans preceeding Project High Water were
designated by a negative number, A detailed analysis was
made of the ELF-VLF records obtained from (Range Time) T+252
seconds to T+534 seconds, background data obtained fifteen
(15) minutes prior to the launch of the SA-3 vehicle, and
observations obtained twenty (20) minutes after the Project
High Water release, A portion of the pre-Project High Water
analyzed data was not included in the graphical presentations
gsince it yielded no additional information, The ELF=VLF data
presented are summarized in Table V,

Table V
ELF-VLF Data :
Scan Designation Data Classification Approximate Time

=1011 to =1000 Pre«~jaunch 1729:53 to 1730:07 2
- 638 to = 630 Free Flight A T+252 to T+26! sec
- 609 to 600 Free Flight B T+282 to T+292 sec

600 to 841 Project High Water T+292 to T+543 sec
to Post Impact A
900 to 911 Post Impact B 1809:53 to 1810:07 2
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The measured amplitudes of the four (4) spectral lines
observed during the above time intervals are presented in

graphical form and discussed in the foillowing sections,

4,3 WATER - ICE CLOUD EXPANSION

Pre-Project High Water background amplitudes of the four
(4) spectrat fines measured prior to the kaqnch of the SA=3
vehicie (Spectral Scans =1011 to =1000) and during free
flight of the vehicle in the fonosphere (Spectrai Scans -638
to =630) are shown in Fiqure 20, There is a small but con-
sistent increase in amplitudes of the spectral lines for the
time the vehicle was in the ionosphere compared to the pre-

faunch level,

Figure 21 shows graphs of the four (4) spectral fre=-
quencies just before the release and during the water expan-
sion, The first vertical dashed line indicates the time of
the water reiease as determined by the ELF=VLF spectral
analysis, The ELF=VLF data indicates the refease time to be
no fater than T+291,920 seconds nor earifer than T+291.211
geconds, (Due to the scanning procedure, the gmplitude of a
given spectrai frequency is not recorded continuouslyo)
However, an ambiguity was noted in the ELF=VLF records at
T+291,849 seconds, This ambiguity may be the detonation of
the explosive used to rupture the tanks, A dqfinﬁfe signal
gnhancement was recorded at all four spectral frequencies -
immediately after the water was released into the ionosphere,
Moreover, the characteristic pattern of the fluctuations in

@ignal amplitude changed. This change in the ampiitude
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behavior of the spectral signals is especially evident for
the 2150 cps frequency (Line C), Rapid fluctuations in the
measured signal strength were recorded that were not observed
prior to the refease of the water, The horizontal dashed
line represents the maximum level of background noise at

each frequency during the acquisition of pre-release data,

It is of importance to note that the level of the average
gignal strength after the release of the water becomes almost

equal to the maximum pre-release background level,

Several features of the expansion of the water can be
ascertained from both the optical and ELF-VLF spectral data,
Photographicaily, the central core of the water-ice cloud
formed by the release of the water into the ionosphere lasted
for approximately seven (7) seconds, However, wide angle
ground observations indicate that the outer ring of the ciloud
lasted for two (2) or three (3) seconds longer. The ELF=-VLF
gpectral data shows a definite signal reduction at all four
spectral frequencies seven (7) seconds after the water release,
Following this reduction in signal strength, an increase in

signal strength occurred for approximately three (3) seconds.

A rather consistent pattern of enhanced and reduced
signais were recorded at all four (4) spectra! frequencies
during the cloud expansion, An initial enhanced signal was
followed by an attenuated signal, This initially enhanced
signal was followed by an attenuated signal, This initially
enhanced signal appeared to last approximately one and one=-

half (1=1/2) seconds in three (3) of the four (4) spectral
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lines (i,e,, except for spectral line C). Spectral line C
shows a sudden increase in the variations in signal strength
during the initial expansion of the cloud, Variations in
signal strength at the other three (3) spectral frequencies
indicate a ionger period of oscillation, Afll of these spec-
tral signals are considered to be produced by perturbations

produced in the ionosphere by the expanding water-ice cloud.

4,4 OCCURRENCE OF ONBOARD FIRE

Photographic data showed that a fire developed onboard
the vehicle after the release of the water into the iono-
sphere, ELF=-VLF spectral data acquired during the post water
release fiight of Saturn vehicie SA-3 supports this conclusion,
The second vertical dashed line on Eiqure 21 represents the
time when the first enhanced photographic signal was received
by the TV Camera System, This TV Camera System was designed
and developed by Mr, Walter Manning of the Air Force Missile
Test Center, Patrick Air Force Base, Fla, At the time of the
first appearance of the glow, several changes occur in the
pattern of the signal strengths of the spectral lines, The
change in the character of spectral iine C (2150 cps) is
particularly evident in that an osciilatory behavior developed.
This osciliatory behavior is simiiar to that obgserved with the
water refease, Both spectral fines A gnd D exhibited a de=-
crease in signal stfength and spectral line B exhibited an

increase in signal strength after the appearance of the glow,

The first photographic observations of an orange glow
aboard the vehicie were obtatned 14,563 seconds after the

refease of the water (i.e., T+306,5 sec). However, this
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occurrence of the orange glow was acquired on only two frames
of the motion picture film, A second observation of an
orange glow started 17,542 seconds after the release of the
water, This glow was recorded for 0,604 second, The first
vertical dashed line on Figure 22 corresponds to the time of
the beginning of this second occurrence of an:orange glow,

A change also occurred in the character of the variations in
signal strength of each of the four (4) spectral ELF=-VLF
frequencies with this second orange glow observation, Spec=-
tral frequency 2150 cps displayed a short term oscillation
similar to that recorded just after the water release and
after the occurrence of the first enhanced glow that was
recorded by the TV Camera System, Oscillations are estab-
lished for a short period of time in the amplitudes of
Spectral Lines A and D just after the second orange glow was
observed by the color film, Only a single impulse was
recorded at the spectral frequency 2140 cps (Line B) fol-
lowing the occurrence of the second orange flame, This
characteristic signal pattern was similar to that recorded
at this frequency following the water release and after the
first enhanced optical signal was observed on the TV Camera
System film, Enhanced photographic signals were also
acquired by the TV Camera System (Tech Lab) during the same
time interval the second orange glow was recorded by the

ROTI Camera System (Vero Beach),

An orange glow was recorded by the ROTI Camera System
(Vero Beach) which began 21,479 seconds after the release of

the water, This glow had a duration of 0,117 second, An
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enhanced optical signal was also recorded by the TV Camera
System (Tech Lab)., The glow recorded by the TV Camera System
commenced 0,179 second before the beginning of the one recorded
by the ROTI Camera System, A change was also recorded in the
ELF=VLF spectral data beginning about twenty-one (21) seconds
after the release of the water, These changes in ELF-VLF
gspectral data indicate that there was increased action of the
onboard fire before it was photographically observed. These
conclusions are also justified because the flame was observed

while the end of the vehicle was away from the cameras,

An enhanced optical image was recorded by the TV Camera
System (Tech Lab) starting 25,467 seconds after the water
reiease, No corresponding enhanced optical image was observed
at this time from the Vero Beach tracking site. However, the
occurrence of enhanced ELF-VLF spectral signais and the oscil-
lations recorded at 2120 cps indicate that the onboard fire

created a perturbation in the ionosphere at this time,

A prolonged large enhanced signal was recorded at all
four (4) of the spectral frequencies between twenty-seven (27)
seconds and thirty-one (31) seconds after the water release
(Figure 22), No enhanced orange glow was recorded by the ROTI
Camera System (Vero Beach) just before, during, or just after
this time period. Beginning 28,800 seconds after the water
release, an enhanced image was recorded by the TV Camera System
(Tech Lab), but, unfortunately, the TV camera then lost track
of the vehicle until! just at the end of the period of the
large enhanced ELF=VLF spectral signals, This large enhance-

ment of the discrete spectral frequencies is considered to be
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the result of two (2) effects:

1. The vehicie was passing through a region
of inhomogeneities in the ionosphere,

2, The effects of the ionospheric inhomogene-

ities were intensified by the pulsation

produced by the onboard fire,
These conclusions are in accordance with the resuits of ELF-
VLF spectral measurements made during the launch of Saturn
vehicles SA=3, SA=4 and of the Mercury-Atias vehicle MA-9
(Ref, 5, 6, and 7). Analysis of the launch records showed
that ELF=VLF spectral signals were enhanced when the launch

vehicle passed through regions of atmospheric inhomogeneities,

(i.e., regions of super gradients of the index of refraction).

A very large signal was recorded at 2150 cps, 33.470
seconds after the water release, Corresponding smaller
enhanced signals were recorded at 2120 cps and 2140 CpS.

The spectral frequency 2210 cps exhibi;ed an attenuation at
this pérticular time, Three new ELF=VLF spectral signals

were found to be enhanced during the two (2) seconds of the
above-mentioned enhanced signal at 2150 cps. These new
gspectral signals (Table VI) were checked for the entire flight
of Saturn vehicle SA=3 after the water reiease,and no equi=-

valent enhancement was found to exist, In this particular

Table VI
Ephemeral Spectral Frequencies
Line Juner Rotation Frequency
E 94,7° 1134 cps
F 98,0° 1150 cps
G 100,9° 1165 cps
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frequency range, the maximum noise level was about 2,00 units,
Because of the short time of enhancement of these ephemeral
spectral frequencies, no graphical plot of their ifntensity
versus time was possible, Table VII shows the relative inten-

sity of these lines during the short time period of their

enhancement,
Table VII
Intensity of Ephemeral Frequencies

Spectrai Scan Line A Line B Line C
632 Up - - 2030 3-45
632 down 3.35 5.80 5.00
633 up 2.50 2.35 3.25
633 down 2,95 4,30 4,25
634 up - 2,00 2.40

A definite change occurred in the ampiitude behavior
of all four (4) of the ELF-VLF spectral frequencies thirty-
six (36) seconds after the water was released. Small
osciltlations were exhibited by the 2150 cps spectral fre-
quency, These osciilations are similar to those noted
previously at this frequency with other ionospheric pertur-
bations (i.e,, those created by the water release and the
onboard fire), An enhanced optical image was recorded by
the TV Camera System (Tech Lab),and an orange glow was

observed by the ROTI Camera System (Vero Beach) at this time,

Two occurrences of an orange glow were observed by the
ROTI Camera System during the thirty-ninth (39) second after
the water release (T+331 sec), A prolonged enhanced optical

image was observed by the TV Camera System (Tech Lab) from
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38,800 seconds to 41,700 seconds after the water release,
This time interval occurred during the last spectral scan of

Fiqure 22 and the first two spectral scans of Figure 23.

Figure 23 shows two distinct regions which exhibit a
completely different variation in the amplitude behavior for
all four (4) of the spectral lines., These changes in the
amplitude behavior correspond to the presence or absence of
the orange glow, The first vertical dashed line (I) on Figure
23 is the time of the Jast frame (of the second occurrence
during the 39th second after the watef(réleasg) the orange
glow was observed by the ROTI Camera System (Vero Beach),
Beginning fifty-two (52) seconds (T+344 sec) after the water
release, a series of pulsations of the ontiird fire appeared
to have developed, These pulsations were evident by the oc=-
currences of a series of images of the orange glow recorded
by the ROTI Camera System (Vero Beach) records., The onset
of these pulsations are indicated by the second vertical
dashed tine (II) in Fiqure 23, The characteristic of all four
(4#) of the spectral frequencies also indicate the existence

of pulsation in the ionosphere,

The time of the commensing of the prolonged flame that
apparently produced a change in the rotation rate of the
vehicie is indicated by the third vertical dashed line (III)
(T+355 sec) in Figure 23, No pronounced change is evident in
the ELF-VLF spectra at the beginning of this prolonged exist-
ence of the protruding flame, However, intensification of

the oscillatory characteristic of the spectra becomes evident,
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This lack of a pronounced change in the charactér of the
spectral signals with the commensing of the prolonged flame
is undoubtedly due to the series of flame pulsations that

had just preceeded its occurrence,

Effects on the fonosphere of the onboard flame are
shown in Fiqure 24, Optical data during this time interval
was quite poor, The orange glow was photographed only two
(2) times and for very short time intervals, However, the
ELF-VLF data indicates the existence of ionospheric pertur=

bations during the time interval encompassed by Figure 24.

The last optical image of the orange glow was obtained
97.083 seconds after the water release (T+389 sec). This
time is indicated by the vertical dashed line on Fiqure 25,
During the time interval (0.291 sec) that the orange glow
was photographed, the orientation of the vehicle was nearly
perpendicular to the line of sight of the ROTI Camera System
(Vero Beach), Each of the four (4) spectral frequencies
exhibited an increase in signal strength during the time the

last pictures of the orange glow were obtained,

ELF=VLF spectral data indicate that ionospheric pertur-
bations were still being produced after the cameras ceased
to track the tumbiing vehicle, Effects of these perturba-
tions can be seen in Figqures 25, 26, and 27. In these later
figures, the apparent ionospheric impuises are of a different
character than those discussed earlier, The possibility

exists that these latter spectral signais were created by
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oscillations of the ionosphere which were generated by the

release of the water and the fire aboard the tumbling vehicle,

The ELF=-VLF data shown in Figures 28 and 29 has a con-

siderably different character from that observed following

the release of the water and the onboard fire., Although the
amplitudes of the peak intensities measured by the Spectrometer
are nearly as great as those observed after the water release,
the distribution of the peaks is much more random, Impact

occurred just before the 803rd spectral scan,

Post flight (Eigures 30 and 31) ELF-VLF spectral signals

are quite similar to those obtained just prior to water
release (i.e,, while the vehicle was in free fiight through
the ifonosphere - spectral scans =638 to 600), The amplitude
of the post flight signals are slightly higher than those
observed just prior to the release of the water into the iono=-
sphere, However, the fluctuations in signal strength are

very similar, The post flight increased signal level is
believed to be due to the residual distrubances created in

the ionosphere by the passage of the vehicle, the release of
the water and the pulsation from the fire aboard the tumbling

vehicle,

ELF=VLF observations were continued until approximately
1825 2, The amplitudes of the four (4) spectral lines over
a twelve (12) second interval centered at 1820 Z are shown in
Figure 31, The signal levels of all four (4) spectral fre-
quencies have returned to approximately the same level

observed prior to the taunch of the SA=3 vehicle,
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4,5 GENERAL ASPECTS OF THE ELF-VLF DATA

The ELF=VLF records obtained in conjunction with the
SA=3 launch operation and Project High Water show that between
1630 2 and 1830 2 (on November 16, 1962) sferic (atmospheric
noise) activity in the vicinity of'Cape Canaveral was excep-
tionally tow, A detailed examination of the ELF-VLF'specfEaI
records reveals that no sferics were observed during the time
the visible cloud was present, A total of only six (6)
sferics were observed in the eighty (80) seconds following
the water release, The first post-water releage sferic was
recorded at (Range Time) T+305,823 seconds or approximately
fourteen (14) seconds after the water release, The second
poﬁt-release sferic was observed at T+307.457 seconds. The
other four (4) observed in the 80 second period following
the water release were observed at T+350.207 sec., T+363.202
gec., T+364.991 sec.,, and T+369.286 sec. The ahbsence of
gsferics (or sferic-like signals) is virtually conclusive
evidence that no electrical discharges were associated with
the second Project High Water visible cloud, On the basis
of available data, there is no evidence of any electrical
discharges associated with the second Project High Water

gxperiaen’,

The tour (&) spectrai ireguencies founo 1o correlate
with the water release and the onhoard fire are of considerable
interest, Aill four (4) frequencies are within the general
frequency range associated with spin state transitions of
the proton., Using the assumption that the spin state transi-

tion is the radiation generation mechanism, the magnetic field
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intensity can be calculated, The calculated magnetic field
. corresponding to each of the spectral frequencies is given

in Table VIII,

Table VIII
Calculated Magnetic Field for Water Release
Line Frequency Calculated Magnetic Field
A 2120 cps 4,97 x 10™° webers/m2
B 2140 cps 5.02 x 10~° Webers/m>
c 2150 cps 5.05 x 10~° Webers/m?
D 2210 cps 5,18 x 1072 webers/m2

Since the magnetic field in the vicinity of Cape Canaveral
has a value of 5,19 x 1072 Webers/m2, the magnetic field at
the location of the water release will be a value below the
Cape Canaveral vaiue, There are two (2) factors that must
be considered in comparing the magnetic field at the release
location with that at Cape Canaveral. First, the release
was nearer the earth's magnetic equator, and second, the
release was made in the ifonosphere, Both of these factors
will cause the magnetic field to be less than it is at Cape
Canaveral, On the basis of the presently available data, a
magnetic field intensity of 4,97 x 1072 Webers/m° is the
preferred vaiue, However, the magnetic field intensity may

be as high as 5,05 «x 10°° Webers/m2o
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5.0 RADIOFREQUENCY AND RADAR OBSERVATIONS

Observations were made at selected locations in the radio-
frequency (1 Kc/sec to 420 Mc/sec) and radar (C-band) portions
of the electromagnetic spectrum during the High Water experi-
ment, In addition, one record was made of WWV (10 Mc)
reception during Project High Water. The principal observa-
tions in the radio frequency portion of the spectrum were
"noise" recordings at thirteen (13) different frequencies, The "
specific frequencies employed for the noise measurements are
summarized in Table IX, These noise measurements were made
at two (2) lecations, These were Patrick Air Force Base Tech-

1 t-ksorotory {(Tech Lab) and the Cape Canaveral Frequency

Control Analysis Buflding (FCA),

5.1 SUMMARY OF RADIOFREQUENCY AND RADAR DATA ANALYSIS

An analysis was made of the thirteen (13) "noise" obser=-
vation records, the radar observations, and attenuations of
WWV transmissions, Further support was found for the results
obtained in the analysis of optical and ELF=VLF spectral data,
These data combined with telemetry evaluations provided a
valuable insight into the nature of the fonosphere and a pro-
posed explanation for some of the telemetry and radar tracking
probiems, The }esuﬂts of this analysis are presented in three

phases which are the water reiease analysis, the glow phenomena,

and ionospheric attenuatjons of telemetry and radar,

5.1,1 Summary of Water Release Analysis (Phase 1)

This analysis of the "noise"” recordings, radar observa-

tions, (SA=3) telemetry evaluation, and WWV reception data
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yielded
A,

the followings:

Enhanced signals were recorded at five (5)
of the thirteen (13) frequencies monitored
(i.e., 232.4 Mc, 20,973 Mc, 5.5 Mc, 420 Kc,
and 25 Kc) following the water release,
Only the 5,5 Mc signals were unique., The
5.5 Mc signals have been identified as the
fourth harmonic of the electron gyrofre=-
quency,

The absence of enhanced signals at eight (8)
of the frequencies monitored is strong evi-
dence that the emissions observed at five (5)
of the frequencies is spectral in character,

The release of ithe water causced the radar
track of the vehicie to be lost, The time

of this loss is believed to have been between
ten (10) and seventeen (17) seconds,

Severe telemetry effects accompanied the
water release, Loss of telemetry varied
with receiver station and frequency, At some
orientations and frequencies the telemetry
loss exceeded sixty (60) seconds,

Approximately fifty-six (56) seconds after
the water release, a dropout in the WWV

(10 Mc) reception occurred, Other periods
of marked attenuation were alsc experienced,
The water release produced identifiable WWV
reception effects for approximately three
hundred (300) seconds,

The thirteen (13) "noise" recordings support
the ELF-VLF evidence that no electrical dis=
charges were associated with the second
Project High Water experiment.

5.1,2 Summary of Glow Phenomena Anaiysis (Phase 11)

A,

Radar records show a definite change occurred
in the tumble rate ({.e., a slowing down) of
the SA=3 vehicie part, The time the tumble
rate changed (T+353 to T+355 sec) correjates
precisely with the eplical data and the sus-
tained period of the glow, Thus, all
availabie data supports the evidence of an
onboard fire,

Enhanced signals recorded at 5.5 Mc showed a
hi gh degree of correlation with the develop~-
ment of visible glows, Thus, a cross corre-
lation was found between the optical data,
5.5 Mc data and the ELF=VLF spectral data,
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' 5.1.3 lonospheric Attenuation of Telemetry and Radar (Phase II])

A, A series of sharp spikes were recorded at
5.5 Mc during the time the SA=3 vehicle was
traversing the E~|layer of the ionosphere,
These 5,5 Mc signals correlated timewise
with the only significant signals observed
at 160 Mc and signals observed at 420 Kc,

B, The physical basis for the above emissions
at 5,5 Mc, 160 Mc, and 420 Kc is believed
to be the result of encounters of the
vehicle with inhomogeneities in the iono-
sphere,

C. Radar beacon dropouts occurred at all
stations either during or just after the
time the 5.5 Mc signals were observed.

D, Degredation of telemetry signals was
experienced at several telemetry receiving
stations shortly after the time the 5,5 Mc
signals were observed, The telemetry deg-
redation also displayed frequency depen-

dency.
E. The above telemetry degredation and radar
‘ beacon dropouts are definitely believed

to be a consequence of the presence of
inhomogeneous regions in the ionosphere
and that evidence of these regions was
obtained from the 5.5 Mc observations,

5.2 NOISE RECORDINGS DURING PROJECT HIGH WATER

An examination of the noise recordings shows the occur-
rence of signals which correiated with the High Water release
were observed at five (5) of the frequencies (i.e., 232,4 Mc,
20,973 Mc, 5.5 Mc, 420 Kc, and 25 Kc), Signaﬂs were observed
at 136 Mc, but these signals do not appear to be of signifi=-
cance, The observations at 5,5 Mc are the only signals that
display unique character. Although the signals observed at
the other four (4) frequencies are considered to be associated
with the High Water reiease, the character of the observed
gignals are quite similar to those which were observed both

preceeding and well after the water release occurred.
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A sketch of the unique 5,5 Mc signals is shown in Fjgure

;g,, The characteristics of these signais were as follows: ‘

A, A sharp spike (26 db) was recorded at
T+291,83 seconds,

B, A signal with a rising intensity followed
the sharp spike at T+291,83 seconds,

C. The (rising) signal appeared to be composed
of two signals with maximum amplitudes of 15
db and 36 db,

D, The maximum ampilitudes were observed
between T+295,0 and T+303.5 seconds,

E., An abrupt decrease in the 5,5 Mc signals
occurred at the approximate time the
visible cloud disappeared (T+299.5 sec).
The signals returned to the same level at
T+300,5 seconds, ’

F. The 5,5 Mc signal level returned to pre=
release level at T+304,1 seconds,

No other 5.5 Mc signals were observed that showed resemblance

to those which occurred folliowing the High Water release
during the time intervai of the observations (i.e,, from
approximately T}ﬁo sec to almost T+800 sec). Additional sig-
nals at a frequency of 5.5 Mc were obseived at times other
than those foliowing the High Water refease, but these addi=-
tfonal 5,5 Mc signals do not show the same characteristics as
those following High Water release, These additional 5,5 Mc

gignais will be considered later in this report.

-Signals were observed at a frequency of 420 Kc which
are also conslidered to be associated with the High Water
release, At T+291.8 seconds, a sharp spike (16 db) was
recorded, This spike is believed to have been generated by

the explosive charge used to rupture the vehicle tanks, Be=

fore the recorder was able to return to the base line
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following the sharp spike (at T+291,8 sec), a second impulse

was received and the recorder was driven to saturation, The
recorder was saturated until T+296 seconds, A small enhance=-
ment (7 db) was recorded at T+303,2 seconds, Although these
420 Kc signals are not unique in the records for this fre-
guency, their occurrence correlates timewise with the 5.5 Mc

observations,

Signals were observed at 25 Kc during the time of High
Water release, An impulse drove the recorder into saturation
at T+291.0 seconds, and the recorder remained in saturation
until T+293.5 seconds, A series of smaller spikes were
recorded with the amplitude reaching a minimum value at T+303.5
seconds, The 25 Kc signals during the High Water release

displayed no unique features, but their occurrence shows a

reasonable degree of correlation with the 5.5 Mc and the 420

Kc signals,

Signals observgd at 232.4 Mc consisted of an isolated
spike (7 db) at T+293.1 seconds and a sustained signal (max=
imum value of 10 db) from T+294,9 to T+305.,2 seconds, The
oniy justification for considering these signals to be asso-
ciated with the High Water release is the time of occurrence,

There were no unique features to the 232.4 Mc signals noted

above,

Signals at a frequency of 20,973 Mc consisted of a
sharp spike (18 db) at T+293.1 seconds followed by a series

of smaller amplitude signals terminating in a sharp spike

(15 db) at T+293.3 seconds, A sustained signal (maximum
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amplitude - 9 db) was present from T+298.5 to T+299.7 seconds,
No unique features were associated with the above signals at

a frequency of 20.973 Mc,

Signals at a frequency of 136 Mc consisted of an iso=-
lated spike (8 db) at T+293,9 seconds and a sustained signal
(maximum amplitude - 6 db) from T+295,9 to T+301.5 seconds.
This sustained signal (136 Mc) is very similar to a sustained

signal which was recorded just prior to T=0,

Although signals were observed at five (5) (perhaps six
(6)) of the frequencies monitored, the only signal that dis-
plays unique character following the High Water release was
observed at 5,5 Mc, A possible theoretical mechanism for the
generation of 5.5 Mc signals is the gyromagnetic motion of
electrons, The gyromagnetic (or cyclotron) frequency Ve of
an electron is a function of the magnetic field streng:;—ﬂ
(in Webers/mg), or

Y, =2.8x100H cfs (19)

In the analysis of the ELF=VLF spectral data, it was postu-
lated that the intensity of the magnetic field at the water

5 Weber/mz,

release location had an intensity of 4,79 x 10
If this value is used, the characteristic electron frequency
is calculated to be:

W = 1.39 Mc/s (20)
Thus, 5.50 Mc is 3,96 times the calcuiated characteristic
frequency p,. Thus, it can be assumed that 5,5 Mc is the
fourth har;;zic of the electron gyrofrequency at the rélease

point. The characteristic electron frequency is found to be

1,375 Mc which corresponds to a magnetic field of 4.93 «x 1072
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.Jeoer/m2 or a magnetic field intensity which is only 0,20 £ 1o
Weber/m2 less than the mean value at Cape Canaveral and 0,04

-5

x 10 «’»’eber/m2 less than the value obtaire:d fron the LLFaVLF

data,

here are a number of additional aspects that lend some
credulence to the hypothesis that the 5.5 Mc sigpals are a
consequence of gyromotion of electrons. Two of the more im-
portant experimental facts are:
A, Plasmas have been shown to emit the char=-
acteristic frequency and harmonics of
electrons (Ref, 8), and the ionosphere is
a plasma (actually a pseudopliasmaj,
B, Charge separation (i.e., generation of
electrons and ions) is a common ohenomenon
of water=ice systems, and there can be
tfittie doubt that a portion of the release
water was converted into ice,
Unfortunately, there is insufficient information available
at this time to confirm or reject the hypothesis that the

5.5 Mc signals were a consequence of gyromotion of electrons.

5,3 NCISc RECORDINGS PRIOR 7O PROJECT HIGH JATER

Two (2) significant "bursts" of signals were recorded
at 5.5 Mc prior to Project High Water, A series of sixteen
(16) sharp spikes were recorded between T+1&4,1 seconds and
T+188,0 seconds, A second series of fourteen (14) sharp
spikes were recorded between T+273.6 seconds and T+284,2
seconds with a sustained signal recorded between T+277.8 to
T+281,8 seconds, W¥ith the exception of these two "bursts”,
the 5.5 Mc records contained only an occasional spike in the
time interval T+10 seconds to Project High Water, These two

(2) "bursts" of signals showed virtuatly no simitarity to
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the signals recorded after T+292 seconds, It is noted that

both "bursts" occurred well after burnout.

5.3.1 Noise Recordings between T+164 and 7+188 seconds

The sixteen (16) 5.5 Mc spikes recorded between T+164
and T+188 seconds ranged in amplitude from 9.0 db to 34.5 db
with ten (10) being 17 db or more, During this same time
interval or T+165 to T+182 seconds, four (4) distinctive
spikes were recorded at 160 Mc, These four (4) 160 Mc spikes
range in amplitude from 5 db to 15 db,and they are unique in
the (complete) records of the 160 Mc observations (i,e., T+10
sec to T+700 sec). The 160 Mc spikes do not correlate time-
wise with the individual spikes at 5,5 Mc. Each of the 160
Mc spikes did occur 0.8 to 0,9 second prior to a 5.5 Mc spike,
Signals were also recorded at a frequency of 420 Kc, The 420
Kc recorder was driven into saturation from T+164.5 seconds
to T+172,0 seconds, and from T+175,0 seconds to T+179.5 sec-
onds, Between T+180 and T+187 seconds, the 420 Kc signals
were at a moderate level, A final shgrp peak was recorded at
T+188.0 seconds. The 420 Kc signals recorded between T+164
and T+188 seconds constituted the most sustained period of
gignal activity in the (total) 420 Kc records, No signifi=-
cant signais were recorded at the other ten (10) frequencies
monitored (i.e., 420 Mc, 232 Mc, 200 Mc, 136 Mc, 89 Mc, 71 Mc,
20,973 Mc, 1608 Mc, 25 K¢, and 1 Ké), A smalil amount of signal
activity was recorded in the time interval T+164 to T4188 sec-
onds at 25 Kc, 20,973 Mc, and 232 Mc, but the general character

of these signals suggests that they are not of significance,




A physical basis must exist for the "noise" signals
observed during the time interval of T+164 to T+188 seconds,
Since definite signais were observed with three (}) i ndepen=~
dent receivers, it can be concluded that these signals were
not a consequence of the receiver, Another possible source
is ground-generated noise (e.g., electrical arcs, etc,)., The
ground-based noise source does not appear to be tenable. A
noise source that generated signals at 160 Mc, 5.5 Mc, and
420 Kc would have also generated signals at other frequencies,
and there were four (4) other receivers (i.e,, 200 Mc, 16.8 Mc,
25 Kc, and 1 Kc) at the same location (FCA Buitding) which did
not record significant signals in this time intervail. The
gbsence of signals in the records for 25 Kc and 1 Kc are con-
sl dered especially significant since electrical arcs emit
strongly at these frequencies, Therefore, it is logical to
assume that the signais generated between T+164 and T+188 are

associated with the flight of the Saturn (8A-3) vehicle,

The Saturn vehicle was at an altitude of 90 km at T+164
seconds and an aftitude of 115 km at T+188 seconds, Therefore,
the vehicle was traversing the E-layer of the ionosphere during
the time the signals were recorded at 160 Mc, 5.5 Mc, and 420
Kc, A plausible explanation for the generation of these sig-
nals is that they are the consequence of the transit of the
Saturn vehicle through varying inhomogeneities in the ifono-
sphere, Varying inhomogeneities in the ionosphere would
result in sharp gradients in the index of refraction, 1If
the above model is representative of the physical conditions,

then telemetry and radar effects should be experienced.
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Distinct attenuations of the telemetry and radar beacon trans-

mission were encountered,

One of the most obvious effects was the dropout of the
radar beacon, These radar beacon dropouts are summarized in
Table X,

Table X

Radar Beacon Effects
(Times referenced Range Zero)

Station Time of Dropou se
FPS 16 1,16 196.5
FPS 16 0.16 177
FPS 16 3.16 191.5
FPS 16 42,16 178

During the time interval T+196.5 to T+202.0 seconds (i.e,,
for 5.5 sec), the radar beacon was not received at any of the
stations, Also, a sharp attenuation occurred in the records
of FPS 16 42,16 between T+202,0 and T+203.5 seconds. A simi-
lar attenuation occurred in the records of FPS 16 3,16, The
time could not be ascertained (poor time record), but it
appears to be at a slightly later time than the preceeding

case,

The telemetry effects varied depending on the location
of the receiving station, Considerable degredation of the
telemetry signals (242,0 to 258.9 Mc) were encountered at
Hangar D between T+190 and T+227 seconds; however, the exact
time interval was frequency dependent, Attenuations of
teiemetry signals during this same time interval were encount=
ered by the stations located at New Smyrna Beach, Vero Beach,

and Patrick Air Force Base. Three telemetry stations (Cape
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Tel 2, Cape Tel 3, and Grand Bahama Island) did not exper=
jence teiemetry signal degredations, The variation in the
signal effects with stations is compatable with the proposed
model since the effect depends on the relative orientation of

the inhomogeneities with the transmission path,

5.3.2 Noise Recordings between T+273 and T+285 seconds

The second significant "burst" of signals recorded at
5,5 Mc prior to Project High Water occurred between T+273,6
and T+284. 2 seconds, The amplitudes of the fourteen (14)
5.5 Mc spikes ranged from 15,0 db to 35.0 db with thirteen

(13) having a value of 17 db or more,

A considerabiy different noise pattern (compared with
the previous case) was observed at the other tweive (12)
frequencies monitored, Persistent signais were recorded at
four (4) other frequencies (420 Mc, 232.4 Mc, 136 Mc, and
8.9 Mc). Four (4) of the reacting receivers (420 Mc, 232.4
Mc, 136 Mc, ¢nd 8,9 Mc) were at the Tech Lab; whareas, the
other receiver was located at the FCA Building. Since these
two (2) locations are approximately 27 km apart, the proba-
bility of a ground-generated noise source being the cause of

the response is remote,

Persistent signals were recorded at 232.4 Mc and 136 Mc
from T+266 to T+284 seconds, The maximum amplitude of the
232.4 Mc signals was 11 db, The 136 Mc signals consisted of

a general enhancement with 6 db and 13 db spikes superimposed.
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Persistent signals with sharp spikes were recorded at
420 Mc and 8.9 Mc between T+270 and T+285 seconds, Unfor-
tunately, the recorder was off briefly just aftér T+270
geconds so that the detailed behavior of the signals at 420

Mc and 8,9 Mc can not be ascertained,

A single sharp 25 Kc pulse (saturation) was recorded at
T+284.5 seconds. A similar sharp 420 Kc pulse (saturation)
was recorded at T+274 seconds, Some activity was noted at
71 Mc, 20,973 Mc, and 16,8 Mc, but these signals do not appear
to be unique, At the other frequencies (200 Mc, 160 Mc, and

1 Kc) no discernable signals were recorded.

The Saturn vehicle was at an altitude of 164 km at
T+273 seconds and an altitude of 166 km at T+284 seconds,
Thus, the path of the vehicle was almpst horizontally through
the F1 layer of the ifonosphere, If the vehicle was traversing
varying fnhomogeneities in the Fy tayer, "noise" emissions
would be generated, Only a |limited amount of corraborating
evidence is available from radar and telemetry data, One
radar (station FPS 16 42,16) reported skin track to be noisy
to off track between T+277 to T+325 seconds, Cape Tel 2
Telemetry Receiving Station noted signal degredations after
T+291.9 seconds (253,8 Mc and 256,2 Mc), but this effect is
considered to be due to Project High Water. Hangar D Tele=
metry Receiving Station noted considerabie degredation of the
46,3 Mc signals between T+273.5 and T+275 seconds, The New
Smyrna Beach Receiving Station noted considerable attenuation

of the 253.8 Mc signals between T+273.4 to T+273.7 seconds,
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The 5,5 Mc data indicates that approximately the same
number of {nhomogeneous regions were encountered between
T+273 and T+285 seconds as were encountered between T+164
and T+188 seconds, The attenuation effects of the higher
inhomogeneities were not as marked, In the first case, the
inhomogeneous regions were between the vehicle and the
receiving station (note that the eariier attenuvations occurred
3 number of seconds after the vehicle encountered the inhomo-
geneities), In the second case, the inhomogeneities may have
Intervened for only a brief period of time., Another important
consideration is the relative orientation of the inhomogeneity
with respect to the transmission path, Attenuatlon éffects
are severe when the angie between the vector gradient and the

transmission path is of the order of 7o° to 90°°

The difference in the frequencies of the noise generated
by the transit of the vehicle through the upper inhomogeneous
regions as compared to the lower altitude case may be due to:

A. A change in the signal generation mechanism.

B. A shift in the frequencies of the emissions.

A change in the signal generation is considered improbable;
however, the nature of the gradient may influence the parti=
cular frequencies emitted, A shift in the frequencies
emitted is considered more probable, If the assumption is
made that the amplitudes of the signals generated in the two
cases are approximately the same, the data indicates the
frequency of the signals recorded by the 5,5 Mc recefver were
more nearly that of the receiver. This conclusion is based

on the fact that the average amplitude of the spike of the




lower altitude case was 18,4 db compared to 26.9 db in the
second case, A shift in frequency could resuit in a receiver
recording one case and not the other particularly if the
reception was near the frequency limit of the receiver (e.g.,
signais were recorded by the 420 Kc receiver for the lower

altitude case but not the higher case),

A shift in frequency is compatable with the proposed
modei, The aititude and the ground tract of the vehicle were
substantfally different in the two (2) cases (i.e., T+164 to
T+188 sec and T+273 to T+285 sec). The changes in altitude
and the geographical position would result in the ambient
magnetic field having a lower value in the second case com=-

pared to the first case,

5.4 NOISE RECORDINGS AFTER PROJECT HIGH WATER

Foliowing Project High Wafer, a complex physical system
was present in the fonosphere, In addition to the 87,400 kg
of water released, the Saturn vehicle had been broked into
three well-defined sections and a number of smaller ones.
Although the visible water-ice cloud persisted for only
approximately seven (7) seconds, the water as vapor was still
present and expanding through the ionosphere. Also, a fire
deveioped onboard the tankage section of Saturn vehicle,
Therefore, the ionosphere was sub jected to a variety of per-
turbations, The expanding water vapor constituted a continual
but decreasing perturbation; whereas, the tumbliing vehicle
parts and the onboard fire were more of an impulse type,

Consequently, a complex post<Project High Water noise pattern
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is to be expected, and the observed noise will depend to a
certain degree on the location of the monitority receivers,
This dependency on the observation location is primarily a
consequence of attenuation effects of the (High Water) vapor
cioud, The monitoring receivers located at the Tech Lab
(i.e., 420 Mc, 232,4 Mc, 136 Mc, 8.9 Mc, 71 Mc, and 20,973
Mc) experienced three (3) distinct periods of attenuation.
The range times of these attenwations were approximately:

A, T+311 seconds to T+350 seconds

B. T+480 seconds to T+502 seconds

C. T+552 seconds to T+576 seconds
At the other times, most of these receivers showed con=-
siderable activity. An overall examination of the records
ciearly shows that a large number of spikes were present
in the noise records during the nonattenuated periods. For
example, eleven (11) spikes were observed to have occurred
on ali six (6) receivers between T+350 seconds and T+460
seconds, These eleven (11) spikes (on all six (6) receivers)
in a one hundred ten (110) second interval is to be compared
to ten (10) similar spikes observed between T=0 and T+292
seconds, The significance of these spikes (simultaneous) on
all six (6) receivers is open to doubt due to the fact that
an even greater spike density deveioped after T+600 seconds.,
The possibility does exist that these spikes are a consequence
of the expansion and interaction of the Project High Water
vapors cloud with the ionosphere, but the present data is
fnsufficient to justify any definite conclusions in this

regard,
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In the post=-Project High Water recording, the 5.5 Mc
displayed a number of isolated spikes, However, the principal
activity consisted of a series of six (6) spikes ranging from
14 db to 25 db during the time interval T+476.2 seconds and
T+479.2 seconds, The 25 Kc receiver recorded three spikes
(saturation) between T+471 and T+477 seconds., These three (3)
25 Kc spikes constituted the only significant activity between
T+440 and T+500 seconds. The 420 Kc recorder saturated at
T+478,6 and T+479.5 seconds, Enhanced signals were recorded
at 89 Mc (T+465 to T+483 seconds), at 136 Mc (T+463 to T+470,
and T+474 to T+483 seconds), and at 232,4 Mc (T+462 to T+483
seconds), Signals were also evident in the records at 20.973
Mc, 71 Mc, and 420 Mc, but these signals do not appear to be
significant, No signals were evident in the records at 200
Mc, 160 Mc, and 1 Kc, (The 16.8 Mc receiver was being tuned;

thus, the data has no significance,)

5.5 RADAR OBSERVATIONS

An exceilent set of records were obtained by Radar
Station FPS 16 3,16 (Grand Bahama Island), With the excep~
tion of the time interval T+191,5 to T+228 seconds, beacon
track was accompiished from T+55 seconds to Project High Water,
However, the radar operator classed the beacon pgrformance

as "poor" due to the shape of the pulse received.

An analysis of the beacon data fndicates that the beacon
dropout occurred at T+291,12 seconds, A similar examination
of the skin track records shows a distinct change occurred

at T+291,25 seconds, This change in the skin track records
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persisted until T+302,.43 seconds or for approximately ten

(10) seconds after the water release, Between T+302.43 and
f+309,25 seconds, the skin track records siowly returned to

the pre-release conditions,

The FPS 16 3,16 operator made the following description
of the radar observations for FProject High Water: "After
292 seconds the skin return spread as anticipated over about
10K yds as viewed on the range indicator scope. The radar
tracked this cloud for a short period until it dissipated
into three well-defined targets and several smaller ones,

The radar locked one of these and followed it to the horizon,
The radar operator shifted to a couple of the other targets,

but they seemed to foliow the same trajectory. After com=

plieting track on these parts, the area of the trajectory was
scanned and some very weak returns observed but not strong
enough to track". A report of this quaiity appears to be an

exception rather than the rule,

The FPS 16 3,16 records algo provide clear evidence of
the rotation of the vehicle part tracked. This rotajfen
rate appeared constant over the time interval T+327 to T+353
seconds, Between T+353 and T+355 seconds, a change in the
rotational rate occurred with the rotation being slower after
T+355 seconds, This tijme of change in the rotation rate fis
precisely the same as obtained from (optical) photographic
records, The photographic records displayed a gas jet

expanding in the direction of rotation during the time the

rotation rate changed. Thus, the radar records confirm that
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an impulse was imparted to the vehicle part between T+353

and T+355 seconds.

5.6 WWV ATTENUATION RECORDS

WWV (10 Mc) time signals were recorded as part of the
auxfifary data obtained while the ELF-VLF observations were
being made (Location: Northwest of Playalinda Beach, Fla,),
A total of 3556 seconds of recording at 10 Mc were made
prior to Project High Water} Approximately 3264 seconds of
the recordings were prior to T=0, This series of observa-
tions was initiated at 1630 Z, and three (3) of the obser-
vation periods were in excess of 1000 seconds, Reception
was generaily very good, and just prior to Project High
Water (i.e,, between 1749 Z and 1750 2), the propagation
conditions were_classed ast-S (no warning and fair condi=

tions).

Onty minor fluctuations were observed in the pre-Project
High Water WWV records, Following the High Water release,
no unusuali variations in the WWV reception were noted until
1750:41 2 (i.e,, 47 seconds after High Water release). The
tick for 1750:41 2 (T+349 sec) was strongly enhanced, This
enhanced tick was foilowed by a compliete dropout of the WWV
signals, A strongly enhanced tick at 1750:44 Z terminated
the dropout, The WWV (10 Mc) receiver behavior between
1750:41 and 1750:44 2 was essentially identical to that
during the time WWV was off the air (i,e,, between 1745:17 2
and 1749:16 E)_ﬁhich is the usual hourly quiet period, That
is, the receiver rose sharply due to the lack of "quieting"

produced by a received signal, A sustained period of
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attenuation occurred from 1751:12 to 1751:19 & (or 78 to 85
seconds after the release) with the maximum attenuation
observed at 1751:16 2 (T+374 sec), A brief dropout also
occurred between 1751:33,5 and 1751:34 &, At 1752:49 (or
T+471 sec) an attenuation was initiated with a marked atten=-
uation recorded between 1752:53 to 1753:06 2 (179 to 193 sec
after the release)., A "pulsating" series of attenuations
were observed to approximately 1755 # (approximately 306
seconds after the release), Fluctuations after 1755 2
appeared to be of the same magnitude recorded prior to Pro-
Ject High Water, Observations were continued until just
after 1825 2, but no further significant variations were
noted, The broadcast propagation conditions were classed

as N=5 in the (WWV) transmission prior to 1820 2.

It is emphasized that the anomalous behavior of the
WWV reception after 1750:41 2 were unlike any of the vari-
ations encountered in the 3292 seconds of WWV signals
recorded aftef 1755'2° In particular,no WWV dropouts were
observed other than those following Project High Water., A
congsideration of the relative locations of the WWV trans=-
mitter, the Project High Water cloud, the WWV receiver, and
the general behavior of the received signal leads to the con=-
clusion that the anomalous effects are a consequence of the
Project High Water cloud acting as a secondary reflection/
refraction "surface". When the (refjected/refracted) WWV
signals from the Project High Water cloud to the receiver
site were out of phase with the "normal" transmission path,

cancellation of signals (by superposition) resulted. The
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varfations of the WWV reception provide a method of esti=-
mating the motion of the Project High Water cloud in the

latter stages of its existence as a coherent entity,

5.7 EFFECT OF WATER RELEASE ON TELEMETRY SIGNALS

The release of the water fn the second Project High
Water experiment produced severe attenuations in a number
of instances, The specific effects produced depended on
the receiver station ilocation and the teiemetry frequency.
The effects of the water release on telemetry signals are

exemplified by the data for 253,8 Mc, 256.2 Mc, and 259.7

Mc (Ref, 9). These data are summarized in Table XI.

Table X1

Telemetry Signal Reception During Project High Water

Receiver Station

Range Time Interval

% of Signal Above

(sec) Noise Level
253,8 Mc
Cape Tel 2 291.9 = 340 Less than 50
Cape Tel 3 291,9 - 458,.8 95 to 100
Vero Beach 291.9 - 459 Less than 50
New Siyrina Beach 291.9 - 400 50 to 75
GBI 291,9 - 458,8 95 to 100
256,2 Mc
Cape Tel 2 291.9 = 321 75 to 95
Cape Tel 3 291.9 = 420.4 95 to 100
Vero Beach 291,9 = 420,5 Less than S50
GBI 291,9 = 420,5 95 to 100
259.7 Mc
Cape Tel 2 201.9 = 360 No signal
Cape Tel 3 291,9 - 359,8 No signal
Vero Beach 291.9 = 360 No signai
New Smyrna Beach 291.9 = 360 No signal
GBI ' 291,9 - 359,8 No signal
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All stations were reporting excellent signals (i.e,, 95 to
100% above noise) just prior to Project High Water for
these frequencies (i.e,, 253,8 Mc, 256.2 Mc, and 259.7 Mc).
In the case of the 259.7 Mc signals, good to excellent sig-
nals (75 to 100% above noise level) were observed at three
(3) receiving stations (Cape Tel 3, New Smyrna Beach, and
GBI) while poor signals (less than 50% above nois;) were
received at the other two stations (Cape Tel 2 and Vero
Beach) after T+360 seconds, The data presented above
illustrates the various telemetry signal effects., Compar-
able effects were also found at the other telemetry fre-
quencies, These data clearly demonstrate that severe
telemetry attenuations will be produced by an abort/explosion

in the ionosphere or space,
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6.0 CONCLUSIONS

The data associated with the second Project High Water
experiment has yielded a considerable amount of information
concerning the behavior of liquids at reduced pressures and
concerning ionospheric inhomogeneities, An unexpected occur-
rence (at the time of the experiment) was the development of
an onboard fire following Project High Water. It has been
found that an extensive number of cross correlations existed
between the optical data, ELF=VLF spectral data, radar obser=
vations, and radio frequency "noise" observations. The
analyses of the Project High Water have been combined with
the laboratory data on the release of liquids at low pres-
sures and with instrumentation operations analysis for the 8A=3

test,

The results of this analysis may be placed in three (3)
general categories, These are: the water release and expan=-
gion, the onboard fire, and the effects of ionospheric inhomo=-
geneities on telemetry and radar, A number of the conciusions
have engineering significance, and these aspects are also

presented,

6.1 WATER RELEASE

Water released at an aititude of 165 km (or a pressure

of the order of 2.4 x 10'6

torr) rapidl!y and turbuiently
expands over an enormous volume, In the second Project

High Water experiment 87,414 kg of water were released, and
the diameter of the visible cloud created was about 9 km, A

substantial portion of the water released was converted into
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fce,and extensive cooling of the environ occurred, It is
estimated that the ice cloud had a temperature of the order

of =110°C (163°K).

In a number of instances the optical data provided evi=
dence of an increase in the density of the ice=cloud as the
expansion progressed, This increase in density is believed
to be the result of the "condensation" of water vapor on the
jce particles, This effect was observed in the laboratory
studies, However, its observation in the Project High Water
cloud must represent this process occurring with a ltarge
number of particles within a small region of the expanding
cloud, Thus, the Project High Water clioud displayed com=

parable behavior with the small scale laboratory studies,

During the initial phases of the expansion, the second
Project High Water cloud was highly unsymmetrical, This
asymmetry undoubtedly was a consequence of the procedure
used to rupture the water tanks, However, the expansion
approached greater symmetry as the expansion progressed,

Due to the asymmetry and turbulence of the expansion, a con=
siderabie variation in the (measured) expansion rate velocities
was encountered, The general cloud expansion rate velocities
for the-initial phases ranged from 0,417 km/sec to 1.83 km/sec
with an average value of 1,05 km/sec., However, portions

of the cioud displayed much higher expansion rate velocities,
The maximum (measured) velocity of a cloud portion was 3,60
km/sec, Evidently the expansion rate decreased as a func-

tion of time, but the overall expansion rate velocity (max=
imum diameter) for the visible cloud was of the order of 0,65

km/sec, - 102-




The injection of the water created a large perturbation
of the ionosphere, This perturbation produced extensive
electromagnetic effects, These effects include both emis~
sions of electromagnetic radiation at selected frequencies
and attenuations of transmitted signals, No evidence was
obtained of any significant (lightning-like) electrical dis=

charges or other broad bandwidth emissions,

The most significant emissions were spectral in char=-

acter (i.e,, narrow bandwidth), Four (4) spectral lines

were found in the ELF-VLF portion of the electromagnetic
spectrum at fregquencies of 2120 cps, 2140 cps, 2150 cps, and
2210 cps., The behavior of these four (4) spectral lines dis-
played exceilent correjation with events as determined from
opticai coverage of the water release, Spectral emissions
were aiso observed at 5,5 Mc., These 5.5 Mc emissions are
believed to be the fourth harmonic of the eiectron gyrofre=-
quency, From these spectral emissions, the magnetic field
present in the expanding water-ice cloud was calculated to

be between 4.97 x 10~2 and 5.05 «x 1072 Weber/m2 with the
preferred value of 4,97 x 1072 Weber/m2° White the electro-
magnetic emissions observed with the release of the water
were restricted to a select group of frequencies, the induced
ionospheric perturbation resufited in attenuations of electro-
magnetic transmissions over a wide frequency range (i.e.,
from 10 Mc to C~band radar), These attenuation effects
persisted well beyond the presence of the visible cloud. The
attenuation effects of the water perturbation on electro=

magnetic transmissions were found to have both a directional
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and a frequency sensitivity. Radar (C-band) attenuation

effects persisted for approximately seventeen (17) seconds
with loss of track from between ten (10) to seventeen (17)
seconds, The frequency and directional aspects of the
(perturbation) attenuation were especially evident from the
telemetry records, Degredation of telemetry signals was

not experienced at some frequencies (e.g., 253,.8 Mc and
256.2 Mc) and at selected receiving stations (Cape Tel 3 and
GBI), whereas, loss of signals was experienced at other fre-
quencies (e,g., 249.9 Mc and 259,7 Mc) and at all receiving
gtations, The time interval of the loss of telemetry sig-

nals was up to sixty-eight (68) seconds (e.g., 259.7 Mc).

From an engineering standpoint, the second Project High

Water data provides experimental results that are particularily ‘

useful for first order estimations of the effects of an
abort and/or explosion in space, The second Project High
Water experiment clearly demonstrates that the release of
substantial quantities of any liquid at reduced pressures
will form a "cloud" that expands with a high velocity and
produces the extensive cooling effects., (In the case of
water, velocities up to 3,61 km/sec were measured, and the
temperature was estimated to be -110°C.) This cloud will
also cause telemetry and radar tracking dropouts. The tur-
bulent character of the expansion will result in large
concentration gradients to be developed, but it will also
cause a mixing of liquid propellants to occur, The asym=

metrical expansion demonstrates that the initial rate of

mixing (of propellants) will depend on the destruct
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procedures employed, The second Project High Water data can
also be empioyed to make first order calculations of pres-
sure effects and the size of the fireball associated with

an explosion in the ionosphere or space, It will be neces-
sary to employ a number of scaling factors in order to make
the pressure effects and fireball size calculations; however,
ft is evident that the pressure effects and the fireball size
will be considerably different from those associated with a
surface of low altitude expliosion, In particular, the fire-
ball will be several orders of magnitude larger than a

comparabie surface explosion,

6.2 ONBOARD FIRE

The combined optical, ELF=VLF and radar data provides
conclusive evidence that a fire developed aboard the tankage
gection of the SA=3 vehiclie following Project High Water,
Specificaliy, the optical data considered pertinent was:

A. Giow Coilor: The color of the glow was
that of an oxidizer=deficient hydro-
carbon flame,

B. Orientation Angle: The glow is believed
to have developed from only one end of
the vehicular section,and the gliow was
recorded with this end at various angies
with respect to the cameras,

C. Simultaneous Observations: Simultaneous
observations of the glow were racorded
by the two (2) widely separated cam-
eras (i,e,, at the Tech Lab and Vero
Beach which are over 40 miles apart).

D. Change in Tumbie Rate: A distinct change
in the tumble rate (i.e,, from a rota=
tion period of 7.17 sec to 7.92 sec)
occurred at Range Time T+355 seconds,
This change in tumbie rate was associ=
ated with a persistent giow, A dis=
continuous change in the tumble rate
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requires an impulse being imparted to
the vehicular part,

E. Gas Jet: An examination of the photographs

of the giow noted above (D) shows a jet

extending in the direction of rotation

of the vehicular part, A gas jet would

impart an impulse to the vehicular part,
The ELF=VLF spectrai data provides further support to the on-
board fire, A high degree of correlation was found between
changes in the behavior of the ELF=VLF spectra and appear-
ances of the glow, The ELF-VLF spectra also shows that the
onboard fire persisted for a considerable ltength of time
beyond the time optical tracking was terminated, The radar
data also shows a discontinuous change in the tumble rate at
Range Time T+355 seconds, Thus, the radar data directly
supports the evidence that an impulse was imparted to the
vehicutar part at about T+355 seconds, Therefore, the com-
bined optical, ELF-VLF, and radar data definitely eliminates
the possibility that the giow was sun glint and shows that

the glow was produced by an onboard fire.,

€.3 EFFECTS OF IONOSPHERIC INHOMOGENEITIES ON TELEMETRY AND
RADAR

Signal attenuations which were found to be associated
with the perturbation, synthetically created by the injection
of water into the ionosphere, experimentally demonstrate that
inhomogeneous regions in the ionosphere can cause degredation
of electromagnetic transmissions, Although the water release
created a perturbation in the ionosphere, this perturbation,
when compared to the surrounding ionospheric regions, was
simply an inhomogeneity in the ionosphere. Therefore, if

synthetically created, inhomogeneities can cause degredation
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of signal transmissions, naturally occurring fonospheric inho-
mogeneities can produce a similar degredation providing these
inhomogeneities are of sufficient size and magnitude, The
pre=Project High Water data yielded strong evidence that inho=-
mogeneous regions exist in the ionosphere and that these
inhomogeneities are of sufficient size and magnitude to cause

degredation of telemetry and radar transmissions,

During the time the SA~3 vehicie was traversing the E-
layer of the ionosphere (90 to 115 km), a series of signals
were recorded by the 5.5 Mc receiver, The generation of these
5.5 Mc signals are believed to be a consequence of accelera~
tion of electrons in inhomogeneous ionospheric regions (i.e.,
regions with sharp gradients in the index of refraction). An
examination of radar and teiemetry records revealed that:

A. Dropouts of signals from the SA<3 vehicle's
radar beacon were experienced by all recefving
stations either during the time the vehicie
was traversing the inhomogeneities or just
after the transit was accomplished (i.e.,
the regions were between the beacon and
the receiving stations)., There was a time
interval of 5.5 seconds where reception
of the radar beacon was not achigved by any
of the receiving stations,

B, Degredation of telemetry signals were ex=

perienced by most of the receiving stations

for an extended time interval shortly after

the vehiclie traversed the inhomogeneities,

The attenuations of the tefiemetry signais

depended on the direction and frequency of

the transmitted signals,
The striking similarity between the radar and telemetry effects
observed after the vehicle had traversed the E=layer of the
ionosphere and those produced by the syntheticailly created

inhomogeneity (Project High Water) is considered strong evidence
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that the attenuations of the telemetry and radar signals
were a consequence of ionospheric inhomogeneities. The 5,5
Mc signals are definitely believed to identify the physical

location of the inhomogeneous regions,

Knowledge of the physical causes of anomalous attenu-
ations of telemetry and radar signals is an absolute necessity
before improved performance and/or reliability can be achieved,
Thus, the Project High Water data yielded the first "controlled"
experimental evidence on a physical cause of anomalous fono-
spheric attenuation effects, In addition, the pre-Project
High Water data provides the basis for determining the loca=-

tion of ionospheric inhomogeneities,

The development of techniques and procedures for improved
telemetry and radar tracking is one of the critical problems
in the development of high performance space vehicles, Data
from the second Project High Water experiment provides clear
evidence that a cause of radar and telemetry attenuations is

inhomogeneities in the ionosphere,

6.4 CONCLUDING COMMENTS

The analyses of Project High Water data put forth in this
report is iimited in scope primarily because of the data avail-
abie and the types of available data, This report is general
in nature,and its ultimate purpose is to endeavor to put
forth those specific events that are of major importance
with regard to the overall Project High Water, This report
attempts to present the essential features of each signifi=-

cant event in a concise manner, The description of each event
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(including relevant data and cross correlations) could

easily be expanded into a much more detailed presentation.

Further experiments of the Project High Water type are
essential to the development of:
A, An understanding of the phenomena associ=-
ated with the release of large quantities
of liquids into the ionosphere or space,
B. An adequate representation of the iono-
spheric propagation of electromagnetic
transmissions,
The Project High Water type ‘experiments offer one of the best
possible procedures for obtaining the required engineering
parameters on the behavior of liquids at reduced pressures
and in ionospheric propagation of electromagnetic radiation,
It is recommended that future experiments of the Project High
Water type include studies:

A, With various volumes of liquids,

B. With other types of liquids (e.,g., JP=4,
LOX, etc.).

C. At other altitudes (i,e,, both lewer and
higher than those already performed).

The recommended experimental effort is technologically feasi-
ble, and the data obtained from this effort will materially

contribute to the solution of problems encountered in space,

This analysis of the second Project High Water data has
shown the desirability for additional instrumentation to be
employed in future Project High Water type experiments,
Specifically, the instrumentation should include the following:

A. Temperature probes in the vicinity of the
tanks containing the liquids,
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B, Additional RF electromagnetic observations
at spectral frequencies (e.g., harmonics
of electron gyrofrequency),

C. Wide angle of view photographic coverage
of the event,

The scientific importance and engineering value of the data

that can be obtained from fully instrumented Project High Water

type experiments should not be underestimated.
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APPENDIX "A"
THE TV CAMERA SYSTEM

Mr, Waiter H, Manning, Jr, of the Air Force Missile
Test Center used an Image Orthicon tube coupled with a long
focal-length telescope to obtain data during the flight of
S8aturn vehicle SA=3, Thus, he obtained a series of pictures

of the Project High Water cloud as shown in Fiqures 8 through

10 of the text, This system also produced data that assisted
in determining the existence of the onboard fire following

the water release,

Development of the TV telescope grew out of an investi-
gation into how the detection sensitivity and resolution
capability of the ultra-gsensitive image orthicon TV tube
could be applied to the detection, acquisition, and tracking
of space vehicles, Recording high-resolution images of
orbiting space vehicles with long focal-length optics is
difficult due to tracking errors and atmospheric turbulence,
Electronic image intensification, which gives an effective
exposure index of the order of 104 has greatly enhanced the
probability of obtaining clear images under the above con=-

ditions by allowing short exposures., Light from an object

fs focused on the photocathode of the image orthicon,

The image orthicon photocathode is biased with a nega-
tive voltage with respect to the target-mesh combination,
Photoelectrons are ejected from the photocathode in pro=-
portion to the light intensity variations contained in the

original image, These electrons are accelerated toward
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the target by the electric field due to the potential
differences of the photocathode (=300 to =500 v) and the

target-mesh combination which s near ground potential,

The photoelectrons are electrically focused onto the
target in the same reiationship as in the original image
which appeared on the photocathode, When the electron hits
the target, secondary electrons (the number depends on the
secondary emission efficiency of the target film) are
emitted from the target and are conducted to ground by a
wire mesh screen close to the target, The target is a very
thin film usually MGO in ultra=sensitive orthicons, which
has a very high resistance in the plane of the target (side

to side) and a very high conductivity through the target.

At this point, a repliica of the original image exists
in the form of an effective positive charge on the target, the
magnitude of the charge being proportional to the brightness
cf the image at that point and the secondary=to-primary
gain of the target material, A low=-velocity electron beam
scans the target and neutralizes this positive charge, and
the electron beam is turned around by suitabie fields and
returns to an electron multiplier system of dynodes which
ampiifies the return-beam current variations. This becomes
the video output signal for the closed-ioop TV system. Hence
the video signal consists of a beam current which is reduced

in magnitude in proportion to the original light intensity,

The orthicon's resolution capabitities can be explored

by target under-scanning, which, in fact, places more scan
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lines across a smaller portion of the target at the expense
of narrowing the field of view, since the whole target is

no longer being scanned. Such experiments clearly show that
the orthicon's resolution increases in direct proportion to
the under-scan ratio, Ratios of three to one (with an 875«
line system) indicate that resolution upward of 2500 lines

can be expected,

A 1000~iine resoiution system has the equivalent reso-
tution of 200 line-pairs/mm while 2500 lines yield 50 |ine-
pair/mm, These resolutions are comparable to film ASA with

ratings of 800 to 200.

Since the orthicon has approximately 1000 times the
sensitivity of such films, image information that requires
greater resolution can be recorded by increasing the focal
length, thereby producing a larger but less bright image.
This decrease in brightness is more than compensated for by

the tremendous sensitivity of the image orthicon,

To overcome image motion due to tracking errors and to
circumvent possible image smear by wave~front distortion due
to atmospheric turbulence, the TV system was coupled to a
24=in, aperture, 240-in, focal=length Gregorian teiescope,
The telescope and associated TV system is shown in Figures

S ——————

Al and A2,

The telescope was equipped with a relay lens system to
provide variable focal lengths from 240 to 2400 in, The TV

system is capable of resolving approximately 30 TV lines/mm
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Oblique View of Telescopic TV Camera System

Figure A1:




ona 1,12 by 0,84~in, format at the target of the image
orthicon, Permanent recording of the image produced on a
TV monitoring screen is made with a high=-quality 35«=mm
motion picture camera synchronized to the TV scan of 30
frames/sec, The television scans at 875 lines (interlaced)

at 30 frames/sec,

Additional information on the capabilities of the
telescopic TV Camera System have been presented in the lit-
erature (e,g., W. H, Manning, Jr. "The TV Telescope" Astro-

nautics and Aerospace Engineering, pp 36-40, July 1963),
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